
121 °C

Delivery incl. quality certificate, telescopic filling tube, 
valve mounting tool and PP thread adapter.

Technical specifications:

Art. No. HAC6.1 HAC7.1 HAC8.1 HAC9.1 HAE0.1 HAE1.1
Nominal volume 2 ml 5 ml 10 ml 25 ml 50 ml 100 ml
Correctness ±10 µl ±25 µl ±50 µl ±125 µl ±250 µl ±500 µl
Variation coefficient ±2 µl ±5 µl ±10 µl ±25 µl ±50 µl ±100 µl
Operating temperature +15 – +40 °C

Adapter
GL 25, GL 28/S 28, GL 32, 
GL 38, S 40 

GL 32, GL 38, S 40 

Suction tube length 240 mm 330 mm

Materials in contact with media: borosilicate glass, Al2O3 ceramic, ETFE, 
FEP, PFA, PTFE, platinum-iridium, PP (cap).

• Direct displacing piston with wiping PFA lip seal reduces crystalli- 
sation of liquids

• Improved volume adjustment due to internal toothed rack,
volumes can be set quickly and precisely

• Valve block rotatable by 360° on the bottle, with GL 45 thread
• Telescopic intake tube, infinitely adjustable to different bottle heights
• Suitable for calibration in conjunction with measuring instrument

inspection acc. to ISO 9001 and GLP; change to factory calibration
is displayed

• Autoclavable without disassembly

Dispensers ROTILABO® II
Carl ROTH.  Autoclavable: yes.

Volume (ml) Graduation Art. No. Pack Qty. € €

0,2–2 0,05 HAC6.1 1 unit 402,05 321,60

0,5–5 0,10 HAC7.1 1 unit 402,05 301,50

1–10 0,20 HAC8.1 1 unit 402,05 301,50

2,5–25 0,50 HAC9.1 1 unit 536,45 402,30

5–50 1,0 HAE0.1 1 unit 550,40 412,80

10–100 1,0 HAE1.1 1 unit 703,05 527,25

Carl Roth GmbH + Co. KG · Schoemperlenstr. 3-5 · 76185 Karlsruhe

Phone: +49 721 / 56 06 510 · Fax: +49 721 / 56 06 111 · E-Mail: info@carlroth.com · Internet: www.carlroth.com
For ordering and information about prices and delivery in your country please contact us or your local distributor.  
Contact: www.carlroth.com/com/en/Auslandsservice · www.carlroth.com/com/en/Auslandsvertretungen
All supplies and deliveries are subject to the terms and conditions of sale and delivery of Carl Roth GmbH + Co. KG, Karlsruhe. INT
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ROTH SELECTION. Material: soda-lime glass (hydrolytic class 3). 
 Autoclavable: yes.

Pasteur pipettes

For one-time use in serological and microbiological laboratories.  
Also suitable for filling and draining NMR vials.

• Uniformly shaped
• Double thickness 0.55-0.8 mm
• With neck for cotton stoppers

Vol. (ml) Total length (mm) Ø ext. (mm) Tip length (mm) Outer tip Ø (mm) Version Sterility Art. No. Pack Qty.

2 230 7 140 1.3 open tip Non- sterile 4522.1 1,000 units 82,40 65,90

2.5 270 7 160 1.3 open tip Non- sterile HX77.1 1,000 units 161,15 128,85

2.5 300 7 195 1.5 open tip Non- sterile HX78.1 500 units 97,15 77,65

3 350 7 230 1.5 open tip Non- sterile HX79.1 1,000 units 396,70 317,30

Without cotton plug
Non- sterile. 

ROTH SELECTION. Material: silicone.  Autoclavable: yes.

Suction aid

Fatigue-free pipetting thanks to thin wall combined  
with soft silicone.

• Extra large volume of over 2 ml
• Anti-roll profile
• Oval body for better handling
• Insertion aid for the pipette

Version Vol. (ml) Suitable for Colour Art. No. Pack Qty. € €

manually 2 Pasteur pipettes anthracite 1C9C.1 100 units 127,45 89,15

manually 2 Pasteur pipettes red 1C9E.1 100 units 132,70 92,80

manually 2 Pasteur pipettes yellow 1C9H.1 100 units 127,45 89,15

manually 2 Pasteur pipettes blue 1C9K.1 100 units 127,45 89,15

manually 2 Pasteur pipettes turquoise 1C9L.1 100 units 132,70 92,80

manually 2 Pasteur pipettes pink 1C9N.1 100 units 132,70 92,80

Delivery incl. lid.

With 12 numbered, V-shaped wells. Capacity per well approx. 3 ml. 
Temperature stable from -80 to +121 °C.

Reagent reservoirs for 8/12-channel pipettes
ROTH SELECTION. Material: PP.  Autoclavable: yes.

Sterility Pack. Art. No. Pack Qty. € €

 Sterile indiv. EKT4.1 20 units 100,70 80,50

Labware
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Delivery incl. quality certificate, 1 x shelf holder, 1 x reagent reservoir, 
assembly key, labelling foils, silicone grease and 1 x set of shaft seals.

BRAND.  Autoclavable: yes.

Multi-channel microlitre pipette Transferpette® S

Manual plunger pipettes for demanding applications.

• In any position: comfortable one-handed operation
• For every hand: ergonomic design
• Short lifting distance and low operational forces
• Four-digit volume display for maximum accuracy, always clearly visible
• Featuring Easy Calibration technology for adjustment without tools
• Secure: volume lock prevents any accidental adjustments
• With freely rotatable pipetting unit (360°)

Not a medical device / Not an IVD product.

Technical specifications:

Art. No. KNC2.1 KNC3.1 KNC4.1 KNC5.1 KNC6.1
Volume 0.5 to 10 µl 5 to 50 µl 10 to 100 µl 20 to 200 µl 30 to 300 µl
Correctness 10 μl ≤±1,6 % 50 μl ≤±0,8 % 100 μl ≤±0,8 % 200 μl ≤±0,8 % 300 μl ≤±0,6 %
Variation coefficient 10 μl ≤1,0 % 20 μl ≤0,4 % 100 μl ≤0,3 % 200 μl ≤0,3 % 300 μl ≤0,3 %

Type Version Volume (µl) Graduation (µl) Tip type (µl) Art. No. Pack Qty. € €

M8-10 Multi-channel 0.5 to 10 0,01 20 KNC2.1 1 unit 752,50 602,00

M8-50 Multi-channel 5 to 50 0,05 200 KNC3.1 1 unit 752,50 602,00

M8-100 Multi-channel 10 to 100 0,1 200 KNC4.1 1 unit 752,50 602,00

M8-200 Multi-channel 20 to 200 0,2 200 KNC5.1 1 unit 752,50 602,00

M8-300 Multi-channel 30 to 300 0,5 300 KNC6.1 1 unit 752,50 602,00

8-channel

Technical specifications:

Art. No. KNC7.1 KNC8.1 KNC9.1 KNE0.1 KNE1.1
Volume 0.5 to 10 µl 5 to 50 µl 10 to 100 µl 20 to 200 µl 30 to 300 µl
Correctness 10 μl ≤±1,6 % 50 μl ≤±0,8 % 100 μl ≤±0,8 % 200 μl ≤±0,8 % 300 μl ≤±0,6 %
Variation coefficient 10 μl ≤1,0 % 20 μl ≤0,4 % 100 μl ≤0,3 % 200 μl ≤0,3 % 300 μl ≤0,3 %

Type Version Volume (µl) Graduation (µl) Tip type (µl) Art. No. Pack Qty. € €

M12-10 Multi-channel 0.5 to 10 0,01 20 KNC7.1 1 unit 862,15 689,70

M12-50 Multi-channel 5 to 50 0,05 200 KNC8.1 1 unit 862,15 689,70

M12-100 Multi-channel 10 to 100 0,1 200 KNC9.1 1 unit 862,15 689,70

M12-200 Multi-channel 20 to 200 0,2 200 KNE0.1 1 unit 862,15 689,70

M12-300 Multi-channel 30 to 300 0,5 300 KNE1.1 1 unit 862,15 689,70

12-channel

Delivery without pipette tips.

• For 96 pipette tips
• Coloured carrier plate for quick volume identification
• Hinged or slip lid by rotating the lid 180°
• Open and close with one hand
• Compatible with multi-channel pipettes

Pipette tips box BRAND
BRAND. Material: PP. Non- sterile.  Autoclavable: yes.

Not a medical device / Not an IVD product.

For 50 µl pipette tips

Colour Sterility Art. No. Pack Qty. € €

grey Non- sterile 1YN1.1 5 units 26,35 22,35

For 200 µl pipette tips

Colour Sterility Art. No. Pack Qty. € €

yellow Non- sterile 1YN2.1 5 units 26,35 22,35

For 300 µl pipette tips

Colour Sterility Art. No. Pack Qty. € €

green Non- sterile 1YN3.1 5 units 30,65 26,00

For 1000 µl pipette tips

Colour Sterility Art. No. Pack Qty. € €

blue Non- sterile 1YN4.1 5 units 30,65 26,00

Labware
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Technical specifications:

Art. No. EHY7.1
Max. stirring capacity (H2O) 8 l
Speed range 40 to 1500 rpm
Footprint 168 x 183 mm
Mains connection 100–240 V, 50/60 Hz

Robust epoxy-coated steeling casing. Control panel is recessed to 
protect it against leaking liquids.

Small magnetic stirrer MSL 8
Velp.

Art. No. Pack Qty. € €

EHY7.1 1 unit 212,85 170,25

Technical specifications:

Art. No. KHE0.1
Max. stirring capacity (H2O) 20 l
Speed range 100 to 1400 rpm
Footprint Ø 145 mm
W x D x H, total 168 x 299 x 101 mm
Mains connection 230 V, 50/60 Hz

• Soft start ensures that samples are handled carefully,  
speed is slowly increased to the required value

• Sealed housing for longer service life
• Ceramic-coated plate

Magnetic stirrer Hei-Plate Mix 20 l
Heidolph.

Art. No. Pack Qty. € €

KHE0.1 1 unit 733,00 586,40

Delivery incl. Pt 1000.60 stainless steel temperature gauge.

Technical specifications:

Art. No. XT59.1 XT60.1 XT61.1
Max. stirring capacity (H2O) 5 l 10 l 15 l
Speed range 100 to 1500 rpm
Temperature range +50 to +500 °C
Control accuracy without sensor ±10 K
Control accuracy with sensor ±0,5 K
Heating output 250 W 1000 W 1500 W
Footprint (mm) 100 x 100 180 x 180 260 x 260
W x D x H, total (mm) 150 x 260 x 105 215 x 330 x 105 300 x 415 x 105
Mains connection 230 V, 50/60 Hz

• Ceramic glass hot plate
• Large LCD display for simultaneous display of the actual and  

target temperatures for the hot plate (actual temperature display  
when temperature gauge is connected with a resolution of 0.1 °C)

• Can be directly connected to Pt 1000.60 medium temperature sensor
• Integrated contact thermometer with full functionality

Heating and magnetic stirrer C-MAG HS-Digital series
IKA.

Type Art. No. Pack Qty. € €

HS 4 digital XT59.1 1 unit 832,00 665,60

HS 7 digital XT60.1 1 unit 974,00 779,20

HS 10 digital XT61.1 1 unit 1.166,00 932,00

Accessories for heating and magnetic stirrer
IKA.

For fastening a Pt 1000 measuring probe

Designation Art. No. Pack Qty. € €

Stand rod A315.1 1 unit 82,00 65,60

Clamp A316.1 1 unit 39,00 31,20

Holder rod HA16.1 1 unit 36,00 28,80

Labware
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Delivery incl. control thermometer in the tube and shelf.

Technical specifications:

Art. No. AHH9.1
Operating temperature from +5 °C above room temperature to +45 °C
Set temperature from +25 °C
Set temperature up to +45 °C
Vol. 4 l
Inner width 220 mm
Inner depth 150 mm
Inner height 120 mm
Outer width 310 mm
Outer depth 168 mm
Outer height 155 mm
Temperature variance ±1 K
Mains connection 230 V, 50 Hz

For incubating 18 dip slides (e.g. ROTI® DipSlides culture medium)  
or 12 Petri dishes and other small vessels for verifying bacteria,  
fungi and yeasts.

• Operating temperature range from +5 °C above room temperature 
to 45 °C; temperature adjustment range from 25 to 45 °C

• Thermometer in tube with special petroleum filling. 
Measuring range 7 to 60 °C. Graduations 1 °C. Accuracy ±1 °C. 
Dimensions: H 95 x Ø 25 mm

Small incubator Cultura® M
Almedica AG.

Vol. (l) Art. No. Pack Qty. € €

4 AHH9.1 1 unit 274,15 219,30

Labware
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500 ml dispenser bottle suitable for soap and disinfectant dispenser 
plus, Art. No. TE53.1 and CTA8.1. 1000 ml dispenser bottle suitable  
for Art. No. TE54.1 and CTA9.1.

Narrow mouth bottle ROTILABO®

ROTH SELECTION. Material: HDPE, screw-cap closure made of PP.

Without screw cap

Delivery without screw-cap closure, please order separately.

Vol. 
(ml)

Width 
(mm)

Depth 
(mm)

Height 
(mm)

Ø inner 
neck 
(mm)

Thread Art. 
No.

Pack 
Qty.

€ €

250 55 47 135 20 DIN 25 1LEA.1 6 units 4,00 2,70

500 71 57 165 20 DIN 25 1LEC.1 6 units 6,65 4,60

1,000 87 71 210 20 DIN 25 1LEE.1 6 units 9,00 6,25

Accessories screw-cap closure for ROTILABO® 
narrow mouth bottle
ROTH SELECTION. Material: PP.

Colour Thread Suitable for Art. No. Pack Qty. € €

red DIN 25 250-1000 ml 1LE9.1 6 units 1,70 1,10

black DIN 25 250-1000 ml 1LE8.1 6 units 1,70 1,10

white DIN 25 250-1000 ml 1LE7.1 6 units 1,70 1,10

With tamper-evident guarantee: a snap ring enables easy opening  
at the edge of the tin. A protective edge secures the lid of the UniPak® 
beaker during transport and improves its robustness. Suitable as 
packaging for food.

• With liquid-tight snap-on lid
• Suitable for hot-filling and shock freezing
• Can be used as a food packaging material

Sample tub UniPak®

Semadeni. Material: PP, transparent.

Not a medical device / Not an IVD product.

Vol. (ml) Ø ext. (mm) Height (mm) Art. No. Pack Qty. € €

180 94 44 20P8.1 100 units 61,50 46,10

280 95 61 20P9.1 100 units 63,25 47,40

365 95 84 20PA.1 100 units 76,35 57,20

520 95 114 20PC.1 100 units 120,40 90,30

565 118 79 20PE.1 100 units 93,00 69,70

Delivery without screw-cap closure, please order separately.

Crystal clear bottle with wide mouth for easy filling. Ideal for storing and 
transporting liquids. With 38 mm, 2-start thread. Suitable for foodstuffs.

Wide mouth bottle
Semadeni. Material: PET.

Not a medical device / Not an IVD product.

Vol. 
(ml)

Ø  
(mm)

Height 
(mm)

Ø inner neck 
(mm)

Art. No. Pack Qty. € €

250 54 154 38 23YY.1 10 units 7,75 5,80

500 67 190 38 240A.1 10 units 9,05 6,75

1,000 80 255 38 240C.1 4 units 11,40 8,55

With conical seal. 38 mm, 2-start thread. Suitable for foodstuffs.

Accessories tamper-evident 
screw cap for  PET wide  
mouth bottle
Semadeni. Material: PP, natural.

Not a medical device / Not an IVD product.

Suitable for Art. No. Pack Qty. € €

250/500/1000 ml 241A.1 10 units 2,00 1,45

White jar, smooth inside, dark red screw-on lid and semi-transparent 
stopper. Screw-on lid can be easily opened and closed with a quarter 
turn. For storing and dispatching solids and pastes.

• cGMP-certified/ISO 15378  
(primary packaging materials for pharmaceutical products)

• With UN approval (1H2) for solids
• Compliant with food regulations
• Resistant to steam
• With tamper-evident cap

Wide-neck jar Packo
CurTec. Material: HDPE.

Not a medical device / Not an IVD product.

Vol. 
(ml)

Ø ext. 
(mm)

Ø 
internal 
(mm)

Height 
(mm)

UN approval Art. 
No.

Pack 
Qty.

€ €

300 99 96.8 55.4
1H2/X0,4/
Y0,6/Z0,9/S

1A5K.1 10 units 31,55 23,65

500 99 96.8 82.4
1H2/X0,7/
Y1,0/Z1,5/S

1A5L.1 10 units 33,20 24,80

650 99 96.8 104.4
1H2/X0,9/
Y1,3/Z1,9/S

1A5N.1 10 units 35,45 26,55

1,000 99 96.8 157.4
1H2/X1,3/
Y2,0/Z3,0/S

1A5P.1 10 units 36,05 26,95

1,300 99 96.8 197.4
1H2/X1,8/
Y2,0/Z3,0/S

1A5T.1 10 units 44,65 33,40

Labware
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Delivery without caps, please order caps separately.

ROTH SELECTION. Material: borosilicate glass from hydrolytic class I.

Sample vials ROTILABO®

Screw top vials with flat base.

Version Vol. (ml) Nominal volume (ml) Ø (mm) Ø inner neck (mm) Height (mm) Thread Art. No. Pack Qty. € €

Brown glass 5 8 17 9.5 61 ND 15 XC38.1 100 units 53,00 37,05

Clear glass 5 8 17 9.5 61 ND 15 XC37.1 100 units 49,25 34,45

Brown glass 10 12 19 9.5 66 ND 15 XC40.1 100 units 54,60 38,15

Clear glass 10 12 19 9.5 66 ND 15 XC39.1 100 units 48,70 34,05

Clear glass 15 16 21 11.5 71 ND 18 XC41.1 100 units 59,90 41,85

Clear glass 20 20 23 13.5 86 ND 20 XC42.1 100 units 72,70 50,85

ROTH SELECTION. Material: PP.

Accessories for sample vials ROTILABO®

Screw caps with sealing pad, closed.  
Suitable for sample vials Art. No. XC37.1 ff  
with corresponding thread.

Version Septum material Thread Art. No. Pack Qty. € €

Black lid
natural rubber orange red / TEF 
transparent

ND 15 XC43.1 100 units 27,00 18,85

Black lid butyl red / PTFE grey ND 15 XC44.1 100 units 31,20 21,80

Black lid butyl red / PTFE grey ND 18 XC45.1 100 units 39,20 27,40

Lid, white butyl red / PTFE grey ND 20 XC46.1 100 units 47,30 33,10

Labware
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Delivery incl. dust cover, power supply unit with country adapters, 
USB-stick, stylus, calibration cuvette, certificate and cleaning cloth.

Technical specifications:

Art. No. 23LP.1
Type NANOCOLOR® Advance
Wave length 300–800 nm
Spectral bandwidth 4 nm
Wavelength accuracy ±2 nm
Wavelength repeatability ±0.1 nm
Photometric range ±3,0 A (340–800 nm)
Photometric accuracy 0,003 A @ 0–0,5 A; 1 % @ 0,5 – 2 A

Photometric repeatability
<0.5 % at 0.5–2.0 A; ≤1 % at >2 A with neutral density  
glass filters at 546 nm

Photometric modes absorption (A), transmission (T), factor (F)
Flare <0,5 %
Detector reference detector technology (RDT)
Centre height 8.5 mm

Cuvette holder
single, for round cuvettes Ø 16 and 24 mm and  
rectangular cuvettes of 10, 20, 40 and 50 mm

Light source halogen lamp
Port LAN, 2x USB (Host), 1x USB (Function)
L x W x H 325 x 280 x 130 mm
Weight 3,8 kg
Power supply powered by the mains and batteries
Mains connection 100–240 V, 50/60 Hz
Protection class 67

For the measurement of all photometrically evaluable test kits by 
Macherey-Nagel, and thus universally applicable across the entire 
 spectrum of water and wastewater analysis. The creation of customer- 
specific methods is also possible.

• Mobile use thanks to battery
• Automatic detection of disruptive turbidity (NTU check) for reliable 

measurement results
• Fully automatic cuvette detection via integrated 2D scanner
• Intuitive operation through icon-based menu navigation in the style of 

smartphones and tablets
• Touchscreen enables comfortable working and reliable operation 

even with gloves on
• Convenient creation of customised special methods
• Extensive data export options - transmitting to USB stick, to network 

drives and LIMS

Spectrophotometer NANOCOLOR® Advance
Macherey-Nagel.

Art. No. Pack Qty. € €

23LP.1 1 unit 3.240,00 3.078,00

Delivery incl. certificate and batteries. Without  test systems, please 
order separately.

Macherey-Nagel.

Photometer PF-3 COD

Handy, compact and lightweight photometer. Also shock-resistant, 
waterproof and dust-proof. Ideal for on-site analytics.

• Illuminated graphic display
• Intuitive icon-based menu navigation
• Measurements at three predefined wavelengths
• For pre-programmed tests (depending on model - VISOCOLOR® 

Powder Pillow, VISOCOLOR® ECO and/or NANOCOLOR®)
• Optics insensitive to extraneous light for fast measurements without 

covering the cuvette rack

Technical specifications:

Art. No. 252C.1
Type PF-3 COD
Wave length 365/450/595 nm
Optics LED plus interference filter
Wavelength accuracy ±2 nm
Detector Silicon photovoltaic cell
Cuvette holder Single, for round cuvettes, Ø 16 mm
Light source LED
Data memory 50 measurements
Port Mini USB (power supply and data export)
L x W x H 170 x 95 x 68 mm
Weight 0,5 kg
Power supply Batteries: 3 x 1.5 V AA
Protection class 68

Art. No. Pack Qty. € €

252C.1 1 unit 493,00 443,70

Especially for the requirements of COD analyses. Supports the 
measurement of most NANOCOLOR® COD round cuvette tests.

You can find suitable test systems in our webshop at www.carlroth.com.

Labware
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Delivery incl. batteries. 
Without storage solution and buffer solutions, please order separately.

Technical specifications:

Art. No. HPC7.1 KLH9.1

Parameters
pH,
temperature

pH measuring range 0 to 14
pH resolution 0.01
pH accuracy ±0.1
pH temp. compensation yes
Temperature measuring range 0 to +50 °C
Temperature resolution 0.5 °C
Temperature accuracy ±1 °C
Calibration points 1/2/3 (pH)
IP rating 65
Replaceable electrode no
Storage solution 3 M KCl
Shaft length 120 mm
Ø Shaft 12 mm
Shaft material plastic glass
Weight 70 g
Power supply 2 x button CR 2032 (3 V)

Handy digital-pH tester for measuring the pH value of small liquid 
quantities in narrow vessels.

• Fixed rod electrode
• Automatic calibration and temperature compensation
• HOLD function
• Battery status display

pH testers CHECK series
Dostmann.

(1) pH CHECK
With standard electrode for aqueous solutions.

Art. No. Pack Qty. € €

HPC7.1 1 unit 42,80 32,05

(2) pH CHECK G
With glass electrode for measuring in aggressive media.

Art. No. Pack Qty. € €

KLH9.1 1 unit 84,95 63,65

Labware



/

-10 %

10

Verification of Measuring range (g/l) No. measurements Art. No. Pack Qty. € €

COD O2: 1.0–10.0 20 KEN0.1 1 unit 84,80 76,30

h g n Danger H302+H312+H332-H314-H317-H340-H350-H360Df-H373-H412

COD 10000

Verification of Measuring range (g/l, mg/l) No. measurements Art. No. Pack Qty. € €

COD O2: 1.0–15.0, O2: 1000–15,000 20 23P7.1 1 unit 84,80 76,30

h g n Danger H302+H312+H332-H314-H317-H340-H350-H373-H412

COD 15,000

Verification of Measuring range (g/l, mg/l) No. measurements Art. No. Pack Qty. € €

COD O2: 5.0–60.0, O2: 5000–60,000 20 23P8.1 1 unit 84,80 76,30

h g n Danger H302+H312+H332-H314-H317-H340-H350-H360FD-H373-H412

COD 60,000

Macherey-Nagel.

Round cuvette test NANOCOLOR®

Quick tests for photometric analysis. Reagents and additional reagents  
are precisely pre-dosed for optimum accuracy and correctness of  
measured results. Convenient, safe removal of round cuvettes (external Ø 16 mm)  
from the stable box with coloured pictograms providing step-by-step instructions  
on the cover. Batch-specific information can be accessed via a 2D bar code  
on the reverse of the packaging. For example, NANOCOLOR® round cuvette tests  
are suitable for use with the PF12Plus photometer.

Verification of Measuring range (mg/l) No. measurements Art. No. Pack Qty. € €

COD O2: 2–40 20 23P4.1 1 unit 84,80 76,30

h g n Danger H302+H312+H332-H314-H317-H373-H412

COD 40

Required for determining block thermostat (e.g. NANOCOLOR® VARIO Mini, Art. No. KEX3.1).

Verification of Measuring range (mg/l) No. measurements Art. No. Pack Qty. € €

COD O2: 5–60 20 KEL5.1 1 unit 84,80 76,30

h g n Danger H302+H312+H332-H314-H317-H373-H412

COD 60

Verification of Measuring range (mg/l) No. measurements Art. No. Pack Qty. € €

COD in salt water O2: 6.0–60.0 20 23P5.1 1 unit 84,80 76,30

h i n j Danger H290-H301+H311-H314-H317-H373-H411

COD 60 in salt water

Verification of Measuring range (mg/l) No. measurements Art. No. Pack Qty. € €

COD O2: 15–160 20 KEL6.1 1 unit 84,80 76,30

h g n Danger H302+H312+H332-H314-H317-H373-H412

COD 160

Verification of Measuring range (mg/l) No. measurements Art. No. Pack Qty. € €

COD O2: 50–300 20 23P6.1 1 unit 84,80 76,30

h g n Danger H302+H312+H332-H314-H317-H373-H412

COD 300

Verification of Measuring range (mg/l) No. measurements Art. No. Pack Qty. € €

COD O2: 50–600 20 KEL7.1 1 unit 84,80 76,30

h g n Danger H302+H312+H332-H314-H317-H340-H350-H373-H412

COD 600

Verification of Measuring range (mg/l) No. measurements Art. No. Pack Qty. € €

COD O2: 100–1500 20 KEL8.1 1 unit 84,80 76,30

h g n Danger H302+H312+H332-H314-H317-H340-H350-H360Df-H373-H412

COD 1500

Verification of Measuring range (mg/l) No. measurements Art. No. Pack Qty. € €

COD O2: 400–4000 20 KEL9.1 1 unit 84,80 76,30

h g n Danger H302+H312+H332-H314-H317-H340-H350-H373-H412

COD 4000

Labware
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• Space-saving design with large display
• Simple, user-friendly menu
• Automatic or manual temperature compensation
• Automatically or manually end a measurement;  

with acoustic and visual endpoint signal
• Automatic calibration with four predefined buffer groups
• Displays the current calibration

Benchtop pH meters
Mettler-Toledo.

Technical specifications:

Art. No. PE70.1
Type FiveEasy™ F20 – Standard
Sensor LE438

Parameters
pH,
redox,
temperature

pH measuring range 0 to 14
pH resolution 0,01
pH accuracy ±0.01
Voltage measuring range -2000 to +2000 mV
Voltage resolution 1 mV
Voltage accuracy ±1 mV
Temperature measuring range 0 to +100 °C
Temperature resolution 0.1 °C
Temperature accuracy ±0.5 °C
Temperature sensor NTC 30 kΩ
Calibration points 1/2/3 (pH)
Calibration memory current calibration
Connection BNC (pH), Cinch (°C)
L x W x H 227 x 147 x 70 mm
Power supply Mains adapter
Mains connection 100–240 V, 50/60 Hz

FiveEasy™ F20-Standard
For aqueous samples, including emulsions and suspensions.

LE438 pH single-rod measuring cell with integrated temperature 
gauge. pH range: 0 to 14. Operating temperature: 0 to +80 °C. Nylon 
diaphragms, gel electrolyte, plastic shaft. Shaft length/Ø: 120/12 mm.

Delivery incl. LE438 pH single-rod measuring cell, buffer solutions  
(pH 4.01, 7.00 and 9.21), electrode holder and 12 V mains adapter.

Art. No. Pack Qty. € €

PE70.1 1 unit 715,00 572,00

Labware



ROTH

 

 

12

• With stainless steel housing
• Schott Ceran® glass ceramic hot plate
• Infinitely adjustable temperature regulation  

(power control from 7 to 100%; scale with 12 stages)

Glass ceramic hot plate CT 1800/E
Rommelsbacher.

Technical specifications:

Art. No. 1HT2.1
Heating output 1800 W
Temperature range to +450 °C
Heated zone Ø 180 mm
W x D x H, total 305 x 410 x 75 mm
Mains connection 230 V, 50/60 Hz

Art. No. Pack Qty. € €

1HT2.1 1 unit 187,05 140,25

Delivery incl. protective plug with FI function and  
Schuko socket cable (cable length 1.00 m).

For operating temperature up to 450 °C.

• Heaters made of highly flexible yarn made of glass for uniform  
heat transfer and gentle treatment of round flasks

• Plastic coated metal housing
• Power supply voltage: 230 V, 50/60 Hz

Heating mantle Pilz® WHLG2/ER
Winkler.

With power controller for continuously variable adjustment  
from 0 to 100%

For flask 
volume 
(ml)

Heating 
zones

Perfor-
mance 
(W)

Ø ext. 
(mm)

Height 
(mm)

Art. 
No.

Pack 
Qty.

€ €

50 1 50 160 180 KE94.1 1 unit 365,50 255,85

100 1 100 160 180 KE95.1 1 unit 365,50 255,85

250 2 150 160 180 KE96.1 1 unit 370,90 259,60

500 2 200 210 190 KE97.1 1 unit 387,00 270,90

1000 2 300 210 190 KE98.1 1 unit 408,50 285,95

2000 2 500 280 220 KE99.1 1 unit 465,50 325,80

3000 2 600 280 220 KH00.1 1 unit 507,40 355,15

Delivery incl. hose connectors suitable for hoses with internal Ø 8 mm.

Technical specifications:

Art. No. 1LHL.1
Operating temperature -10 to +40 °C
Temperature constancy ±0,5 K
Display resolution 0.1 °C
Heating output 0 W

Cooling capacity

20 °C: 400 W  
10 °C: 350 W  
0 °C: 250 W  
-10 °C: 140 W

Max. pump pressure 350 mbar
Max. flow 18 l/min
Max. pump suction 150 mbar
Bath volume 1-3.5 l
Outer width 225 mm
Outer depth 430 mm
Outer height 385 mm
Mains connection 230 V, 50/60 Hz

Cooling of rotary evaporators, return condensers or as a cooling 
source for devices which dissipate heat by means of a heat exchanger 
(e.g. double-walled grinding containers, cooled incubators, laboratory 
reactors, cooling coils).

• With pressure and suction pump
• Illuminated window to show fill level
• Discharge nozzle for easy drainage
• I (NFL) = non-flammable liquids

Application

Recirculating coolers RC 2 lite
IKA.

Art. No. Pack Qty. € €

1LHL.1 1 unit 2.529,00 2.023,00

Labware
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Delivery incl. 6-slot angle rotor and adapter set  
(sleeve inner Ø 12 mm, H 35 mm and sleeve inner Ø 13 mm, H 60 mm).

Technical specifications:

Art. No. 1L9E.1
Maximum speed 5,000 rpm
Maximum RCF 2600 x g
Minimum speed 300 rpm
Timer function 30 s to 99 min / continuous operation function / short cycle (pulse key)
W x D x H 240 x 300 x 180 mm
Mains connection 100–240 V, 50/60 Hz

For use of the following types of vessel:

• 6 x 1.5/2.0 ml reaction vials (Ø 11 x L 41 mm)
• 6 x 5 ml reaction vials (Ø 15 x L 60 mm)
• 6 x 15 ml standard test tubes (Ø 17 x L 100 mm)
• 6 x 15 ml centrifuge tubes, Falcon® (Ø 17 x L 120 mm)
• 6 x 2.7-4.3 ml blood vials (Ø 13 x L 75 mm)
• 6 x 4.5-4.9 ml blood vials (Ø 11 x L 92 mm, Ø 13 x L 90 mm)
• 6 x 9-10 ml blood vials (Ø 16 x L 92 mm)
• 6 x 7.5-10 ml blood vials (Ø 15/16 x L 92 mm)
• 6 x 9.5-10 ml urine test tubes (Ø 15 x L 100 mm)

With 6-slot angle rotor (54°) for centrifuging 1.5/2.0 ml reaction vials, 
15 ml standard test tubes and 15 ml centrifuge tubes (Falcon®).

• Displays centrifugation time, in rpm or x g
• Memory for two programmes, easy start with direct access keys

Small centrifuges CD-0506
Phönix Instrument.

Not a medical device / Not an IVD product.

Art. No. Pack Qty. € €

1L9E.1 1 unit 424,65 339,70

Labware
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A combination of bottle-top filter and collecting bottle.  
For routine sterile filtration of tissue culture media, sera, additives and 
other aqueous solutions. Ideal for use under laminar flow conditions 
thanks to its compact form. Bottles are stackable.

• Very low protein binding
• 40 cm2 filtration surface
• Housing made of PS
• Max. application temperature 45 °C 
• Vacuum connection for hoses with inner Ø of 6.5 to 12 mm

Filtration unit Stericup®  
with Durapore® (PVDF) membrane
MERCK MILLIPORE.  Sterile.

Pore size 0.22 μm

Ø membrane 
(mm)

Funnel volume 
(ml)

Bottle volume 
(ml)

Art. 
No.

Pack 
Qty.

€ €

73 150 150 CT87.1 12 units 150,15 123,05

73 250 250 CT88.1 12 units 174,15 142,75

73 500 500 CT89.1 12 units 261,25 214,15

73 500 1,000 CT90.1 12 units 359,05 294,35

73 1,000 1,000 CT91.1 12 units 370,90 304,10

Pore size 0.45 μm

Ø membrane 
(mm)

Funnel volume 
(ml)

Bottle volume 
(ml)

Art. 
No.

Pack 
Qty.

€ €

73 150 150 CT92.1 12 units 138,20 113,30

73 250 250 CT93.1 12 units 163,40 133,95

73 500 500 CT94.1 12 units 253,70 208,00

73 1,000 1,000 CT96.1 12 units 368,75 302,30

With short stem. 60° angle. 

Funnels ROTILABO®

ROTH SELECTION. Material: borosilicate glass 3.3.  Autoclavable: yes.

Ø Inner 
upper 
(mm)

Ø Outer 
outlet 
(mm)

Tube 
length 
(mm)

Suitable for Art. 
No.

Pack 
Qty.

€ €

35 6 35
paper filter Ø 
45-55 mm

ACC3.1 10 units 46,35 32,40

45 6 45
paper filter Ø 
55-70 mm

ACC4.1 10 units 50,40 35,15

55 8 55
paper filter Ø 
70-90 mm

ACC5.1 10 units 54,70 38,15

75 8 75
paper filter Ø 
125-150 mm

ACC6.1 10 units 70,15 49,05

85 9 85
paper filter Ø 
150 mm

ACC7.1 10 units 78,55 54,90

100 10 100
paper filter Ø 
150-185 mm

ACC8.1 10 units 95,85 67,05

125 16 125
paper filter Ø 
185 mm

ACC9.1 1 unit 23,15 16,15

150 16 150
paper filter Ø 
240-270 mm

ACE0.1 1 unit 27,85 19,45

200 24 150
paper filter Ø 
320-385 mm

ACE1.1 1 unit 62,25 43,50

250 30 175
paper filter Ø 
400-450 mm

ACE2.1 1 unit 81,25 56,80

300 34 175
paper filter Ø 
500 mm

ACE3.1 1 unit 146,55 102,55

For qualitative analysis. Ash content approx. 0.1%.  
Alpha cellulose content approx. 95%.

Folded filters
Macherey-Nagel.

Type: MN 615 ¹⁄₄
Medium filtration speed. Thin filter paper for general application, 
mainly for filtering water and saline solutions. Surface weight: 70 g/m2. 
Filtration time according to DIN 53137: 22 s. Retention range: >4 μm. 
 Thickness: 0.16 mm.

Ø (mm) Retention range (µm) Art. No. Pack Qty. € €

70 > 4 A795.1 100 units 29,80 20,85

90 > 4 A796.1 100 units 29,80 20,85

110 > 4 A797.1 100 units 29,80 20,85

125 > 4 A798.1 100 units 29,80 20,85

150 > 4 A799.1 100 units 29,80 20,85

185 > 4 A800.1 100 units 32,90 23,00

210 > 4 A801.1 100 units 45,90 32,10

240 > 4 Y856.1 100 units 48,70 34,05

270 > 4 Y857.1 100 units 56,40 39,45

320 > 4 Y858.1 100 units 69,40 48,55

385 > 4 Y859.1 100 units 102,00 71,40

Type: MN 617 ¹⁄₄
Fast filtration speed. For filtering coarse  deposits. 
 Surface  weight: 85 g/m2. Filtration time according to DIN 53137: 92 s. 
 Retention  range: 7–12 μm. Thickness: 0.2 mm.

Ø (mm) Retention range (µm) Art. No. Pack Qty. € €

70 7–12 EEY9.1 100 units 33,90 23,70

90 7–12 EHA0.1 100 units 33,90 23,70

110 7–12 EHA1.1 100 units 33,90 23,70

125 7–12 EHA2.1 100 units 33,90 23,70

150 7–12 EHA3.1 100 units 33,90 23,70

185 7–12 EHA4.1 100 units 41,40 28,95

240 7–12 EHA5.1 100 units 62,40 43,65

270 7–12 EHA6.1 100 units 73,60 51,50

320 7–12 EHA7.1 100 units 95,60 66,90

385 7–12 EHA8.1 100 units 140,00 98,00

Type: MN 619 eh ¹⁄₄
Low filtration speed. For fine and very fine  deposits. 
 Surface weight: 85 g/m2. Filtration time according to DIN 53137: 140 s. 
 Retention  range: 2–4 μm. Thickness: 0.17 mm.

Ø (mm) Retention range (µm) Art. No. Pack Qty. € €

70 2–4 EHA9.1 100 units 33,70 23,55

90 2–4 EHC0.1 100 units 33,70 23,55

110 2–4 EHC1.1 100 units 33,70 23,55

125 2–4 EHC2.1 100 units 33,70 23,55

150 2–4 EHC3.1 100 units 33,70 23,55

185 2–4 EHC4.1 100 units 41,40 28,95

240 2–4 EHC5.1 100 units 62,40 43,65

270 2–4 EHC6.1 100 units 73,60 51,50

320 2–4 EHC7.1 100 units 95,60 66,90

385 2–4 EHC8.1 100 units 140,00 98,00

Labware
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Optional accessories (please order separately):  
fine adjustment head with manual vacuum control via leakage air.

Technical specifications:

Art. No. 1EA9.1
Type N 938.50.KT
Suction capacity (l/min) 30.0
End vacuum (abs.) 15 mbar
Overpressure 0.5 bar
Media temperature +5 – +40 °C
Connection for hose inner Ø 10 mm
Motor power 110 W
Ambient temperature +5 – +40 °C
IP rating 20

Materials in contact  
with media

pump head: PPS,  
diaphragms: PTFE-coated,  
valves: FFPM

W x D x H 212 x 317 x 110 mm
Weight 6,8 kg
Mains connection 230 V, 50 Hz

Application:  
degassing, desiccation, liquid suction, solid phase extraction

Chemical-resistant diaphragm vacuum pumps for a wide range of 
applications in the laboratory. The two pump heads’ parallel and  
series connections ensure that evacuation is very fast.

• Corrosion-resistant
• Suitable for continuous operation
• Compact, quiet and reliable
• Small footprint

Diaphragm vacuum pump LABOPORT® N 938.50.KT
KNF.

Art. No. Pack Qty. € €

1EA9.1 1 unit 1.562,00 1.249,15

Labware
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Delivery incl. lid.

Petri dishes ROTILABO®

ROTH SELECTION. Material: soda-lime glass.  Autoclavable: yes.

Ø x H (mm) Art. No. Pack Qty. € €

60 x 15 KHY7.1 18 units 32,90 26,25

80 x 15 KHY8.1 18 units 34,40 27,50

100 x 20 0690.1 18 units 47,10 37,60

100 x 15 KHY9.1 18 units 52,70 42,10

120 x 20 KKA0.1 18 units 60,75 48,55

150 x 25 KKA1.1 18 units 83,35 66,65

Self-adhesive, for labelling or sealing sterilisation vessels. Labelable. 
Inner Ø core 76 mm.

Sterile indicator strip ROTILABO®

ROTH SELECTION.

• Colour change from yellow to brown:  
121 °C → 10 min/135 °C → 2 min

(1) Steam sterilisation
 Autoclavable: yes. 

L x W Art. No. Pack Qty. € €

55 m x 19 mm XC20.1 1 unit 12,80 9,55

• Colour change of the V print from green to brown:  
155 °C → 30 min (Poupinel method)

(2) Hot air sterilisation

L x W Art. No. Pack Qty. € €

55 m x 19 mm XC21.1 1 unit 26,15 19,55

Self-adhesive. For protecting labels, laminating books, warning signs, 
instructions and similar. High-gloss, transparent, non-yellowing.  
On siliconised paper with grid (20 mm) for easy cutting to size.

Protective film filmolux 609
ROTH SELECTION. Material: PVC soft.

Width (mm) Length (m) Art. No. Pack Qty. € €

420 10 0484.1 1 unit 56,25 42,10

40 50 C327.1 1 unit 29,55 22,05

100 50 C328.1 1 unit 64,25 48,15

240 25 YY17.1 1 unit 63,00 47,25

Labware
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With housing made of PP, ultrasonically welded, colourless.
Ideally suitable for HPLC samples. The Mini-Tip opening is ideal for 
filtering in very small sample containers or vials.

Syringe filters ROTILABO® Mini-Tip
ROTH SELECTION.

Not a medical device / Not an IVD product.

Cellulose acetate (CA)
Hydrophilic membrane with very low protein adsorption (3.8 μg/cm2) for 
biological samples (e.g. enzyme solutions, biological macromolecules) 
and for clarification and sterile filtration of aqueous solutions.

Technical specifications:

Art. No. PP52.1 PP53.1
Ø membrane 15 mm
Ø housing 20 mm
Membrane material CA
Housing material PP
Sample volume 1–10 ml
Dead volume <25 µl
Total filter volume 0.335 ml
Filtration area 1.77 cm²
Max. operating pressure 7 bar
Inlet connection Luer lock connector
Outlet connection Mini-Tip

Pore size (µm) Sterility Art. No. Pack Qty. € €

0,2 Non- sterile PP52.1 100 units 87,85 61,40

0,45 Non- sterile PP53.1 100 units 87,85 61,40

Nylon
For the filtration of HPLC and GC solvents and for purification and 
sterile filtration of aqueous, alkaline and organic solutions. Hydrophilic, 
resistant to many solvents. High mechanical stability.

Technical specifications:

Art. No. PP43.1 PP44.1
Ø membrane 15 mm
Ø housing 20 mm
Membrane material nylon
Housing material PP
Sample volume 1–10 ml
Dead volume <25 µl
Total filter volume 0.335 ml
Filtration area 1.77 cm²
Max. operating pressure 7 bar
Inlet connection Luer lock connector
Outlet connection Mini-Tip

Pore size (µm) Sterility Art. No. Pack Qty. € €

0,2 Non- sterile PP43.1 100 units 89,55 62,65

0,45 Non- sterile PP44.1 100 units 89,55 62,65

Polytetrafluoroethylene (PTFE)
Hydrophobic membrane for the filtration of aggressive chemicals,  
acids and non-polar solvents. Low flow resistance to gases,  
can therefore also be used for air and gas filtration (e.g. for aeration and 
ventilation work and for sterile gas exchange).

Technical specifications:

Art. No. PP45.1 PP46.1
Ø membrane 15 mm
Ø housing 20 mm
Membrane material hydrophobic PTFE
Housing material PP
Sample volume 1–10 ml
Dead volume <25 µl
Total filter volume 0.335 ml
Filtration area 1.77 cm²
Max. operating pressure 7 bar
Inlet connection Luer lock connector
Outlet connection Mini-Tip

Pore size (µm) Sterility Art. No. Pack Qty. € €

0,2 Non- sterile PP45.1 100 units 89,55 62,65

0,45 Non- sterile PP46.1 100 units 89,55 62,65

Polyvinylidene fluoride (PVDF)
Slightly hydrophobic membrane for clarification and sterile filtration of 
organic and partially organic solutions. Protein adsorption 125 μg/cm2.

Technical specifications:

Art. No. PP47.1 PP48.1
Ø membrane 15 mm
Ø housing 20 mm
Membrane material PVDF
Housing material PP
Sample volume 1–10 ml
Dead volume <25 µl
Total filter volume 0.335 ml
Filtration area 1.77 cm²
Max. operating pressure 7 bar
Inlet connection Luer lock connector
Outlet connection Mini-Tip

Pore size (µm) Sterility Art. No. Pack Qty. € €

0,2 Non- sterile PP47.1 100 units 120,05 84,00

0,45 Non- sterile PP48.1 100 units 120,05 84,00

Regenerated cellulose (RC)
Hydrophilic membrane with low non-specific adsorption performance for 
proteins (<10 μg/cm2). For filtering biological solutions and for preparing 
samples and degassing eluents for HPLC. Good resistance to aqueous 
and organic solutions.

Technical specifications:

Art. No. PP41.1 PP42.1
Ø membrane 15 mm
Ø housing 20 mm
Membrane material RC
Housing material PP
Sample volume 1–10 ml
Dead volume <25 µl
Total filter volume 0.335 ml
Filtration area 1.77 cm²
Max. operating pressure 7 bar
Inlet connection Luer lock connector
Outlet connection Mini-Tip

Pore size (µm) Sterility Art. No. Pack Qty. € €

0,2 Non- sterile PP41.1 100 units 131,10 91,75

0,45 Non- sterile PP42.1 100 units 131,10 91,75

Labware
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For contactless temperature measurement of surfaces.  
IR measurement fast and precise, even at medium distances.  
Larger measuring tasks are completed quickly and efficiently  
(measuring cycle: 2 measurements per second).

• Laser spot marker
• Visual and audible alarm when limits are exceeded;  

limits freely selectable.
• Min./max. value display and hold function  

(for recording a measured value)
• Emission level can be adjusted from 0.10 to 1.00
• Clear, illuminated digital display

Infrared thermometer testo 830 series
Testo.

Technical specifications:

Art. No. 22C4.1 22C5.1
Type testo 830 T1 testo 830 T2
Parameters temperature
Infrared measuring range -30 to +400 °C
Thermocouple input  
measuring range

-50 to +500 °C

Temperature resolution 0.1 °C

Temperature accuracy

±1.5 °C or  
±1.5% of m.v. (0 to +400 °C),  
±2.0 °C or  
±1.5% of m.v. (-30 to 0 °C)

Infrared:, ±1.5 °C or  
±1.5% of m.v. (0 to +400 °C), 
±2.0 °C or  
±1.5% of m.v. (-30 to 0 °C), 
Thermocouple:, ±0.5 °C or 
±0.5% of m.v.

Measuring cycle Infrared: 0.5 s
Infrared: 0.5 s, 
 Thermocouple: 1.75 s

Connection Thermocouple: mini TE
Measuring distance :  
measuring spot ratio

10 : 1 12 : 1

L x W x H 190 x 75 x 38 mm
Weight 200 g
Power supply E-Block 9 V battery

Testo 830 T1
With one-point laser spot marker for targeting the measuring point.

Delivery incl. calibration protocol and batteries.

Art. No. Pack Qty. € €

22C4.1 1 unit 76,00 64,60

Testo 830 T2
With two-point laser spot marker for targeting the measuring point. 
Additional contact measurement possible; external sensor connection 
for thermocouple temperature gauge TE type K available.

Delivery incl. calibration protocol and batteries.  
External temperature gauge not included, please order separately.

Art. No. Pack Qty. € €

22C5.1 1 unit 99,00 84,15

Dostmann.

Data logger LOG200 series

For monitoring and documentation of measured values during 
 transportation and storage.

• Pre-programmed data logger  
(measuring interval LOG200, LOG200E: 15 min and LOG210, 
LOG220, LOG220E: 5 min)

• Automatic data output as PDF file, no driver installation required
• Status and alarm LEDs with audible signal
• Windows-compatible software for logger programming  

 (e.g. measuring cycle, alarm limits); please download free of charge
• Motion sensor detects and documents vibrations   

(e.g. changing location or opening of windows and doors)
• Network operation possible, please order USB cable separately

Technical specifications:

Art. No. EHX3.1 EHX4.1 EHX5.1
Type LOG200 LOG210 LOG220

Parameters temperature
temperature,
humidity

temperature,
humidity,
pressure

Temperature measuring range -40 to +70 °C
Temperature resolution 0.1 °C
Temperature accuracy ±0.5 °C (-10 to +40 °C), ±1.0 °C (outside)
Rel. humidity measuring range 0 to 100 %
Rel. humidity resolution 0.1 %
Rel. humidity accuracy ±3.5% (20–80%), ±5% (outside)
Air pressure measuring range 300–1100 hPa
Air pressure resolution 0.1 hPa

Air pressure accuracy
±1 hPa (900–1100 hPa), 
0.5% of end value 
(outside)

Display yes

Data memory
150 000 
measured 
values

100 000 
measured 
values

60 000  
measured  
values

Measuring cycle 10 s to 24 h
Port USB
Min./max. function yes
L x W x D 91.5 x 42 x 20 mm
Weight 83 g
Power supply 3.6 V/¹⁄₂ AA lithium battery
Mains connection 100–240 V, 50/60 Hz

Type Art. No. Pack Qty. € €

LOG200 EHX3.1 1 unit 67,75 54,15

LOG210 EHX4.1 1 unit 82,80 66,20

LOG220 EHX5.1 1 unit 102,15 81,70

Delivery incl. ISO calibration certificate, wall mount and battery.

Labware
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For weighing liquid and solid samples. Sits safely and  
flush on the balance. Spout enables easy filling and  
emptying of measuring flasks and test tubes.

Weighing funnels ROTILABO®

ROTH SELECTION.  Autoclavable: yes.

Glass
Material: borosilicate glass. 

Vol.  
(ml)

Length 
(mm)

Ø ext. 
(mm)

Ø Outlet 
(mm)

Art. No. Pack Qty. € €

2 44 23 7 P656.1 6 units 92,40 78,50

7 63 35 11 P657.1 6 units 106,25 90,25

10 88 48 17 P658.1 6 units 122,85 104,35

25 117 63 20 P659.1 6 units 128,95 109,60

Labware
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For fully automatic determination of a sample. 
 
The start temperature is set via the LCD colour touch display  
(approx. 4-5 °C below the expected melting point). After reaching  
the selected starting temperature, the filled capillary is dropped into  
the capillary guide with the closed side down (sliding system).  
This slides independently into the measuring channel and starts  
the measurement with the preselected heating rate. After completion  
of the measurement, the start temperature, melting point and  
a graphic of the transparency progression are shown in the display.

Melting point measuring unit MPM-V01
Schorpp Gerätetechnik.

• Memory for ten measurement results directly on the device
• With SD card reader - saving of measured values on SD card  

in csv format
• USB connection for transmitting all relevant measurement data via 

PC software. A complete measurement log can be completed there, 
and comments added

• Further substances with a start value can be created and saved in 
Excel™ with the database function file on the SD card. The database 
can be expanded as desired, and transferred to the melting point 
measuring unit and stored

Delivery incl. 100 melting point capillary tubes, USB cable, 
PC  software and SD memory card.

Technical specifications:

Art. No. 23AX.1
Measuring range +40 to +340 °C

Accuracy
40–200 °C (±0.3 °C),  
200–340 °C (±0.5 °C)

Heat-up rate 0.5/1/2/3/4/5 °C/min, adjustable
Width 275 mm
Depth 285 mm
Height 125 mm
Mains connection 100-240 V, 50 Hz

Art. No. Pack Qty. € €

23AX.1 1 unit 2.268,25 1.984,45

Delivery incl. 100 melting point tubes (open at both sides).

Technical specifications:

Art. No. 212A.1
Measuring range 50 to 250 °C
Accuracy ±3 °C
Heat-up rate 1 to 20 °C/min
Magnification With 2-fold magnifier
Width 370 mm
Depth 140 mm
Height 110 mm
Mains connection 230 V, 50 Hz

General features:

• Easy application due to visual measuring technique
• Simultaneous observation and testing of three samples possible
• Heat up at 20 °C/min until close to the melting temperature 

(at approx. 60% of the expected melting point), then set a slower 
heating rate of 1 to 10 °C/min

• White LED for illuminated samples, visual inspection of the capillary 
is done via a magnifier and determination of the temperature via a 
thermometer filled with alcohol

Melting point measuring units MP-100 analogue
Stuart/Cole-Parmer.

Art. No. Pack Qty. € €

212A.1 1 unit 1.644,75 1.151,30

Accessories for melting point determination device 
MP-100, analogue
Stuart/Cole-Parmer.

Cooling plug
Material: brass. For rapid reduction of the heating block temperature  
after heating up or use of the melting point determination device.   
Dimensions: L 127 x Ø 16 mm.

Art. No. Pack Qty. € €

211Y.1 1 unit 46,35 32,40

Labware
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Delivery incl. batteries: EMB 2200-0 incl. 2 x 1.5 V AA batteries. All other models: incl. 9 V block battery.  
Without mains connector (if required, please order separately).

KERN.

Compact laboratory balances EMB series

• Large LCD display with 15 mm high digits
• AUTO-OFF function after 3 minutes to prolong battery life, can be deactivated
• With external calibration
• Adding function
• Dimensions of entire balance: W 170 x D 240 x H 39 mm
• Suitable for battery and mains operation

Type Weighing range (g) Readability (g) Linearity (g) Weighing pan (mm) Art. No. Pack Qty. € €

EMB 100-3 100 0,001 ±0,003 Ø 82 KX09.1 1 unit 230,00 172,50

EMB 200-2 200 0,01 ±0,02 Ø 105 CT06.1 1 unit 140,00 105,00

EMB 200-3 200 0,001 ±0,003 Ø 82 LY69.1 1 unit 245,00 183,75

EMB 500-1 500 0,1 ±0,2 Ø 150 ET20.1 1 unit 60,00 45,00

EMB 600-2 600 0,01 ±0,03 Ø 105 ET19.1 1 unit 180,00 135,00

EMB 1000-2 1000 0,01 ±0,03 Ø 150 KX10.1 1 unit 225,00 168,75

EMB 1200-1 1200 0,1 ±0,3 Ø 150 ET21.1 1 unit 80,00 60,00

EMB 2000-2 2000 0,01 ±0,03 Ø 150 LY70.1 1 unit 240,00 180,00

EMB 2200-0 2200 1 ±2 Ø 150 X415.1 1 unit 60,00 45,00

EMB 3000-1 3000 0,1 ±0,3 Ø 150 TA62.1 1 unit 140,00 105,00

EMB 5.2 K 1 5200 1 ±3 Ø 150 ET22.1 1 unit 60,00 45,00

EMB 6000-1 6000 0,1 ±0,3 Ø 150 LY71.1 1 unit 180,00 135,00

Labware
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Precise quantification, high reproducibility.  
Same chamber configuration as Neubauer improved glass  
counting chambers. Coverslips are not required.

Counting chamber C-Chip Neubauer improved
ROTH SELECTION. Material: plastic.

• Double counting grid
• Chamber capacity 10 µl
• Dimensions: L 75 x W 25 x H 1.6 mm

Not a medical device / Not an IVD product.

Chamber depth (mm) Art. No. Pack Qty. € €

0.1 PK36.1 50 units 232,20 197,35

Delivery without lid.

ROTH SELECTION. Material: PS. Non- sterile.

Microtitration plates ROTILABO®

Black plates for low background and reduced light scatter during 
applications in fluorescence microscopy.

• Alphanumerically marked cavities with flat bottom
• „Chimney top“ well design reduces the risk of contamination
• SBS dimensions
• Free of RNase, DNase and human-DNA

Wells Volume per well (ml) Colour Sterility Art. No. Pack Qty. € €

96 0,35 black Non- sterile CEK8.1 100 units 432,15 367,30

In the case. 

Contents:
1 scalpel handle No. 4 with 6 blades (type 21 + 23)
1 dissecting needle with plastic handle
1 self-closing tweezers, angled tip L 140 mm
1 coverslipper tweezers L 160 mm
1 anatomic tweezers, blunt tip L 140 mm
1 small pairs of scissors L 115 mm
1 pair of scissors, blunt tip L 130 mm
1 double spatula L 170 mm
10 dissecting needles

Dissecting set for anatomy
ROTH SELECTION.

Not a medical device / Not an IVD product.

Length (mm) Width (mm) Height (mm) Art. No. Pack Qty. € €

195 85 30 0829.1 1 unit 66,25 49,65
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Good temperature stability. 

Test tube ROTILABO®

ROTH SELECTION.  Autoclavable: yes.

Not a medical device / Not an IVD product

With straight edge, thick-walled
Material: borosilicate glass 3.3. 

Vol. 
(ml)

Ø ext. 
(mm)

Height 
(mm)

Wall thickness 
(mm)

Art. No. Pack Qty. € €

4 10 75 0,8-1,0 HA73.1 100 units 35,30 24,65

5 10 100 0,8-1,0 HA74.1 100 units 39,40 27,55

6 12 75 0,8-1,0 HA75.1 100 units 36,70 25,60

8 12 100 0,8-1,0 HA76.1 100 units 38,90 27,20

16 14 130 1,0-1,2 HA77.1 100 units 49,95 34,90

17 16 130 1,0-1,2 HA78.1 100 units 52,60 36,75

21 16 160 1,0-1,2 HA79.1 100 units 60,65 42,40

32 18 180 1,0-1,2 HA80.1 100 units 74,80 52,30

34 20 150 1,0-1,2 HA81.1 100 units 76,45 53,45

40 20 180 1,0-1,2 HA82.1 100 units 77,05 53,90

55 25 150 1,0-1,2 HA83.1 50 units 42,65 29,80

70 25 200 1,0-1,2 HA84.1 50 units 58,35 40,80

100 30 200 1,0-1,4 HA85.1 50 units 69,20 48,35

Delivery incl. snap-on lid made of PE, tight-sealing.

Glass vials with rolled rim
ROTH SELECTION. Material: soda-lime glass, clear.

Vol. 
(ml)

Ø ext. 
(mm)

Ø inner neck 
(mm)

Height 
(mm)

Art. No. Pack Qty. € €

5 19 13 40 X654.1 200 units 64,05 44,75

10 22 17 45 X655.1 200 units 68,45 47,85

15 24 17 52 X656.1 200 units 77,70 54,30

20 25 17 70 X657.1 200 units 81,95 57,30

20 27 17 55 X658.1 200 units 84,60 59,15

25 29 22 50 X659.1 200 units 87,70 61,30

30 28 17 75 X660.1 200 units 111,80 78,25

35 28 22 65 X661.1 200 units 112,75 78,90

40 29 22 80 X662.1 200 units 113,90 79,70

50 29 22 100 X663.1 200 units 122,55 85,75
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Thermometer adapter
Lenz. Material: DURAN® glass, screw cap made of plastic,  
seal made of silicone with cured-on PTFE cuff.

Standard ground 
glass joint core

Thread Ø Hole 
(mm)

Suitable 
for

Art. 
No.

Pack 
Qty.

€ €

14/23 GL 14 6
Ø 5,5 - 
6,5 mm

AK92.1 1 unit 18,95 14,15

14/23 GL 18 8
Ø 7,5 - 
9,0 mm

AK94.1 1 unit 20,40 15,25

19/26 GL 14 6
Ø 5,5 - 
6,5 mm

TE98.1 1 unit 21,50 16,10

19/26 GL 18 8
Ø 7,5 - 
9,0 mm

TH00.1 1 unit 23,15 17,30

24/29 GL 14 6
Ø 5,5 - 
6,5 mm

TE99.1 1 unit 33,35 24,95

29/32 GL 14 6
Ø 5,5 - 
6,5 mm

AK93.1 1 unit 22,25 16,65

29/32 GL 18 8
Ø 7,5 - 
9,0 mm

AK95.1 1 unit 23,15 17,30

29/32 GL 25 10
Ø 9,0 - 
11,0 mm

TH01.1 1 unit 45,70 34,20

29/32 GL 32 14
Ø 13,0 - 
15,0 mm

TH02.1 1 unit 53,65 40,20

Lenz. Material: borosilicate glass 3.3.

Dropping funnels cylindrical

Graduated. With glass ground glass sleeve, ground glass core  
and stop cock plug with threaded safety device.  
Acc. to DIN 12567, ISO 4800.

Vol.  
(ml)

Graduations  
(ml)

Standard ground glass  
joint sleeve

Standard ground glass  
joint core

Tap cock with ground glass 
joints

Ø Hole  
(mm)

Art. No. Pack Qty. € €

50 1 29/32 29/32 12,5 2.5 CH30.1 1 unit 69,90 52,40

100 2 29/32 29/32 12,5 2.5 CH31.1 1 unit 77,95 58,40

250 5 29/32 29/32 14,5 4.0 CH32.1 1 unit 94,50 70,80

500 10 29/32 29/32 14,5 4.0 CH33.1 1 unit 103,10 77,25

With solid glass plugs

Vol.  
(ml)

Graduations 
(ml)

Standard ground glass 
joint sleeve

Standard ground glass 
joint core

Tap cock with ground glass 
joints

Ø Hole 
(mm)

Art. No. Pack Qty. € €

50 1 29/32 29/32 12,5 2.5 CH34.1 1 unit 77,40 58,05

100 2 29/32 29/32 12,5 2.5 CH35.1 1 unit 84,40 63,25

250 5 29/32 29/32 14,5 4.0 CH36.1 1 unit 101,05 75,75

500 10 29/32 29/32 14,5 4.0 CH37.1 1 unit 111,80 83,85

With PTFE plugs
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Lenz. Material: DURAN® glass.  Autoclavable: yes.

Three-necked round-bottom flasks side necks, bevelled

With two angled side necks (angle 20°).

Vol. (ml) Centre neck with ground glass joints Side neck 1+2 with ground glass joints Ø Outer flask (mm) Height (mm) Art. No. Pack Qty. € €

25 14/23 14/23 41 70 ELN0.1 1 unit 63,35 44,25

50 14/23 14/23 51 90 KY18.1 1 unit 53,65 37,50

100 14/23 14/23 64 105 KY19.1 1 unit 56,45 39,50

100 24/29 14/23 64 105 ELN1.1 1 unit 58,60 41,00

100 24/29 19/26 64 105 ELN2.1 1 unit 63,45 44,40

100 29/32 14/23 64 105 E611.1 1 unit 48,40 33,85

100 29/32 19/26 64 105 ELN3.1 1 unit 69,90 48,90

100 29/32 29/32 64 105 ELN4.1 1 unit 95,70 66,95

250 24/29 14/23 85 140 ELN5.1 1 unit 75,15 52,55

250 24/29 19/26 85 140 ELN6.1 1 unit 80,10 56,05

250 29/32 14/23 85 140 E612.1 1 unit 61,30 42,85

250 29/32 19/26 85 140 ELN7.1 1 unit 95,70 66,95

250 29/32 29/32 85 140 KY20.1 1 unit 69,90 48,90

500 24/29 14/23 105 163 ELN8.1 1 unit 83,35 58,30

500 24/29 19/26 105 163 ELN9.1 1 unit 87,65 61,30

500 29/32 14/23 105 163 E613.1 1 unit 67,75 47,40

500 29/32 19/26 105 163 ELP0.1 1 unit 95,70 66,95

500 29/32 29/32 105 163 KY21.1 1 unit 77,30 54,05

1,000 24/29 14/23 131 200 ELP1.1 1 unit 99,45 69,60

1,000 24/29 19/26 131 200 ELP2.1 1 unit 102,70 71,85

1,000 29/32 14/23 131 200 E614.1 1 unit 78,50 54,90

1,000 29/32 19/26 131 200 ELP3.1 1 unit 109,65 76,75

1,000 29/32 29/32 131 200 KY22.1 1 unit 93,55 65,45

1,000 45/40 29/32 131 200 ELP4.1 1 unit 127,95 89,55

2,000 24/29 19/26 166 240 ELP5.1 1 unit 160,20 112,10

2,000 29/32 14/23 166 240 ELP6.1 1 unit 155,90 109,10

2,000 29/32 19/26 166 240 ELP7.1 1 unit 156,95 109,85

2,000 29/32 29/32 166 240 KY23.1 1 unit 167,70 117,35

2,000 45/40 29/32 166 240 ELP8.1 1 unit 160,20 112,10

3,000 29/32 14/23 185 265 ELP9.1 1 unit 256,95 179,85

3,000 29/32 29/32 185 265 ELT0.1 1 unit 278,45 194,90

3,000 45/40 29/32 185 265 ELT1.1 1 unit 289,20 202,40

4,000 29/32 14/23 207 290 ELT2.1 1 unit 295,65 206,90

4,000 29/32 29/32 207 290 ELT3.1 1 unit 317,15 221,95

4,000 45/40 29/32 207 290 ELT4.1 1 unit 317,15 221,95

5,000 29/32 29/32 223 315 ELT5.1 1 unit 424,65 297,20

5,000 45/40 29/32 223 315 ELT6.1 1 unit 401,00 280,65

6,000 29/32 14/23 236 360 ELT7.1 1 unit 353,70 247,55

6,000 29/32 29/32 236 360 ELT8.1 1 unit 448,30 313,75

6,000 45/40 29/32 236 360 ELT9.1 1 unit 401,00 280,65

10,000 29/32 29/32 279 375 ELX0.1 1 unit 633,20 443,20

10,000 45/40 29/32 279 375 ELX1.1 1 unit 622,45 435,70

20,000 45/40 29/32 345 495 ELX2.1 1 unit 1.062,10 743,45
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Technical specifications:

Art. No. C986.1 C987.1 1686.1 1682.1 1683.1 1684.1 1685.1

Type
APIEZON® 
AP 100

APIEZON® 
AP 101

APIEZON®  
H

APIE-
ZON® L

APIEZON® 
M

APIEZON® 
N

APIEZON® 
T

Melting point +47 °C > +200 °C > +250 °C +47 °C +44 °C +43 °C +125 °C
Application 
temperature from

+10 °C -40 °C -10 °C +10 °C -269 °C +10 °C

Application 
temperature up to

+30 °C +180 °C +240 °C +30 °C +120 °C

Steam pressure
7 x 10-11 
torr

<1 x 10-5 
torr

1,7 x 10-9 
torr

7 x 10-11 
torr

1,7 x 10-9 
torr

6 x 10-10 
torr

4,6 x 10-9 
torr

Excellent lubricating and gettering properties and extremely low  
steam pressures.

• Chemically inert
• Silicone-free
• Non-toxic
• Temperature stable
• Usable for 10 years

Vacuum grease APIEZON®

M+I Materials.

APIEZON® AP 100
Suitable for high vacuums, resistant to acids, bases and corrosive 
gases. Effectively prevents ground glass joints and polished glass 
connections seizing.

Type Packaging type Art. No. Pack Qty. € €

APIEZON® AP 100 tube C986.1 50 g 434,30 347,40

APIEZON® AP 101
High-performance lubricant for a wide temperature range.  
For medium vacuum.

Type Packaging type Art. No. Pack Qty. € €

APIEZON® AP 101 tube C987.1 50 g 219,30 175,40

APIEZON® H
Versatile grease for very high temperatures. Rather than melting at  
high temperatures, becomes firmer at temperatures above 40 °C.

Type Packaging type Art. No. Pack Qty. € €

APIEZON® H tube 1686.1 25 g 416,05 332,80

APIEZON® L
Additive-free special grease for high vacuums with high absorption  
capacity for other hydrocarbons. High resistance to radiation.  
Also suitable for use as a stationary phase in gas chromatography.  
Halogen-free.

Type Packaging type Art. No. Pack Qty. € €

APIEZON® L tube 1682.1 50 g 424,65 339,70

APIEZON® M
All-purpose lubricant, similar to L, but with a higher wax content. 
Halogen-free.

Type Packaging type Art. No. Pack Qty. € €

APIEZON® M tube 1683.1 100 g 340,80 272,60

APIEZON® N
High-vacuum lubricant for cryogenic applications with consistency- 
improving additive, making it tougher. Halogen-free.

Type Packaging type Art. No. Pack Qty. € €

APIEZON® N tube 1684.1 25 g 451,50 361,20

APIEZON® T
All-purpose lubricant. For medium vacuum. Halogen-free.

Type Packaging type Art. No. Pack Qty. € €

APIEZON® T tube 1685.1 25 g 399,90 319,90

Kimberly-Clark. Material: cellulose.

Disposable wipes KIMTECH® Science lab wipes

• 2-ply
• Made of 100% pure cellulose, chlorine-free bleached 
• Extra absorbent and soft
• Suitable for use with solvents and chemicals
• Low-lint, suitable for sensitive cleaning areas

Type Ply Colour Length (cm) Width (cm) Packaging type Pack. Art. No. Pack Qty. € €

7557 2-ply white 20 20.5 box 1 x 100 wipes X213.1 100 units 6,40 4,75

7557 2-ply white 20 20.5 box 24 x 100 wipes X213.3 2,400 units 119,20 89,30

7558 2-ply white 20 20.5 box 1 x 200 wipes P502.1 200 units 8,50 6,30

7558 2-ply white 20 20.5 box 15 x 200 wipes P502.4 3,000 units 101,50 76,10
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Technical specifications:

Art. No. 23TK.1 23TL.1
Type VAS-ECO VAS-10
Bottle volume 2,000 ml 4,000 ml
Suction capacity (l/min) 8.0
End vacuum (abs.) 400 mbar
Ambient temperature +4 – +40 °C
W x D x H 180 x 240 x 340 mm 180 x 240 x 450 mm
Weight 2.8 kg 3 kg
Mains connection 100–240 V, 50/60 Hz

Accessories for extraction handle:

• One single-channel stainless steel tip each, L 60/L 120 mm, Ø 1.5 mm
• One single-channel stainless steel tip each, L 60/L 120 mm, Ø 2.5 mm
• One adapter each for single-channel stainless steel tip to   

accommodate 200 μl/1000 μl tips
• 8-channel stainless steel tip, L 60 mm
• Adapter for 8-channel stainless steel tip to accommodate  200 μl-tips

Vacuum continuously adjustable. Extraction handle flexibly adjustable 
at the touch of a button or adjustable in two stages in continuous 
operation. Hydrophobic filter prevents contamination by aerosols  
and liquids. Quiet, brushless motor. 

Extraction system VAS series
Phönix Instrument.

(1) VAS-ECO
Compact extraction system with 2 l PP collecting bottle. Fits in every 
vent and on every work surface. Lid with hose nozzles.

Delivery incl. 2 l PP collecting bottle with hose nozzles, extraction 
handle, various attachments and adapters, power supply unit.

Art. No. Pack Qty. € €

23TK.1 1 unit 698,75 559,00

(2) VAS-10
Complete extraction system with 4 l PP collecting bottle. Lid with 
self-closing quick couplings for tight sealing of the collecting bottle after 
the hoses are disconnected. Non-contact fill level sensor for electronic 
monitoring of the fluid  level in the collecting bottle.

Delivery incl. 4 l PP collecting bottle with quick couplings, extraction 
handle, various attachments and adapters, power supply unit.

Art. No. Pack Qty. € €

23TL.1 1 unit 1.331,95 1.065,30
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Technical specifications:

Art. No. 0124.3 0124.2 0124.1
Type PTFE paste
Application temperature from -30 °C
Application temperature up to +290 °C

For sealing threads and ground joints. High viscosity,  
good lubricating properties, excellent electrical insulation.  
Chemically inert. Can be used between -30 and +290 °C.

PTFE paste
Carl ROTH.

Type Packaging type Art. No. Pack Qty. € €

PTFE paste can 0124.3 10 g 32,15 22,45

PTFE paste can 0124.2 25 g 65,50 45,80

PTFE paste can 0124.1 100 g 166,65 116,60

Reduce boiling delay and guarantee even distillation  
of low-viscosity liquids.

Boiling pebbles
Carl ROTH.

• Suitable for vacuum distillation
• Grain size approx. 5–8 mm
• 75 g = approx. 1000 items

Type A
For normal distillation. Clay-bonded natural stone product primarily 
made of quartz grains. Low traces of iron present. 

Art. No. Pack Qty. € €

1691.1 75 g 18,20 13,60

• Grain size up to approx. 5 mm
• 80 g = 1700 items

Type B
For analytical purposes. Natural, alkaline clay silicate,  
without zeolite.

Art. No. Pack Qty. € €

1692.1 80 g 20,45 15,30

Cotton from certified organic farming. 100% compostable.  
Ecocert certified. Acc. to EC Organic Regulation No. 834/2007.

Sustainability

Made of 100% organic cotton. For filtration and cleaning purposes.

Cotton wool Organic
igefa. Material: cotton.

Type Packaging type Pack. Art. No. Pack Qty. € €

perforated bag 14 x 80 g 24TP.1 1,120 g 27,85 22,25

l g Danger H222-H229-H319

Multi-purpose PTFE lubricant, slip and release agent with extremely low 
friction coefficient. Resistant against water, oil and aggressive media. 
Anti-adhesive, dirt-repellent, prevents freezing and is temperature stable 
up to +260 °C. Free from grease and silicone. 
Propellant: propane/butane.

PTFE spray Sprayflon
Saint-Gobain.

Packaging type Pack. Art. No. Pack Qty. € €

aerosol 300 ml K007.1 1 unit 26,20 19,60
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Memmert.

Water bath WTB series

• For an operating temperature range from 5 °C above ambient temperature to +100 °C
• Intuitive 3.5″ colour graphic display with touchscreen
• Integrated digital clock from 1 min to 99.59 h
• Stainless steel tray with no corners or edges for ease of cleaning, incl. central drain (no obstructing fittings)
• Bath drainage by drain valve

Type Bath volume (l) Art. No. Pack Qty. € €

WTB 11 10 1EYC.1 1 unit 959,00 815,15

WTB 50 51 1EYL.1 1 unit 1.676,00 1.424,00

WTB 6 7,5 1EYA.1 1 unit 892,00 758,20

WTB 15 17,1 1EYE.1 1 unit 1.050,00 892,50

WTB 24 23,1 1EYH.1 1 unit 1.156,00 982,00

WTB 35 37,5 1EYK.1 1 unit 1.408,00 1.196,00

Delivery incl. stainless steel slanting cover and drain valve. 

With slanting cover

Technical specifications:

Art. No. 1EYC.1 1EYL.1 1EYA.1 1EYE.1 1EYH.1 1EYK.1
Type WTB 11 WTB 50 WTB 6 WTB 15 WTB 24 WTB 35
Bath volume 10 l 51 l 7,5 l 17,1 l 23,1 l 37,5 l
Inner length 267 mm 592 mm 277 mm 482 mm 472 mm 602 mm
Inner width 207 mm 472 mm 217 mm 277 mm 267 mm 482 mm
Inner height 200 mm 150 mm 200 mm 150 mm
Outer length 479 mm 868 mm 479 mm 749 mm 868 mm
Outer width 289 mm 554 mm 289 mm 349 mm 554 mm
Outer height 295 mm 245 mm 295 mm 245 mm
Height with slanting cover 425 mm 375 mm 425 mm 375 mm
Temporal temp. variance ±0,1 K
Spatial temp. deviation ±0,3 K
Heating output 1000 W 2800 W 1000 W 1420 W 2800 W
Mains connection 230 V, 50/60 Hz
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Optional accessories (please order separately):

• Widefield eyepieces and attachment lenses for modulating  
the total magnification

• All-round stereo microscope with zoom function for schools,  
training workshops and laboratories.

• With extra-wide field eyepieces for greater vision angle,  
thereby ideal for people who wear glasses

• Continuously variable magnification via zoom lens
• Reflected light and transmitted light can be controlled separately

Stereo zoom microscope OZL 464 set with tablet
KERN.

Technical specifications:

Art. No. 1XYN.1
Type OZL 464T241
Tube trinocular
Total magnification 7x to 45x – can be expanded up to 180x as an option
Magnification type zoom
Ocular magnification super wide angle (HWF) 10x
Lens magnification 0.7–4.5x
Field of view 20 mm
Dioptre compensation ±5 dpt on both ocular tubes
Angular observation 45 °
Head can be rotated 360°
Distance between eyepieces 55–75 mm
Working distance 105 mm
Light source LED
Type of lighting incident light and transmitted light
Image focusing coarse focus
Mains connection 100–240 V, 50/60 Hz

A 2-in-1 solution for easy, convenient and direct microscopic analysis of 
specimens on the large 9.7″ LCD touchscreen.

No PC workstation or software installation required.

Ideal for students undergoing training, or for demonstration purposes  
in the laboratory.

Delivery incl. ODC 241 tablet camera, stage inserts  
(black/white and matte glass),  eyecups and dust cover.

Art. No. Pack Qty. € €

1XYN.1 1 unit 1.870,00 1.402,00

Technical specifications:

Art. No. 1LLL.1
Type OBN 135T241
Tube trinocular
Total magnification 40x, 100x, 200x, 400x, 1000x
Magnification type turret
Ocular magnification super wide angle (HWF) 10x
Lenses planachromatic
Lens arrangement 5-way, tilted backwards

Lens magnification

- 4x / N.A. 0.10, W.D. 12.1 mm
- 10x / N.A. 0.25, W.D. 4.64 mm
- 20x (spring) / N.A. 0.40, W.D. 2.41 mm
- 40x (spring) / N.A. 0.66, W.D. 0.65 mm
- 100x (spring, oil) / N.A. 1.25, W.D. 0.19 mm

Field of view 20 mm
Dioptre compensation on both sides
Angular observation 30 °
Head can be rotated 360°
Distance between eyepieces 50–75 mm
Condenser Abbe N.A. 1.25 centerable with aperture cover
Köhler illumination yes
Light source LED
Type of lighting transmitted light
Image focusing coaxial coarse and fine focus with scale: 2 µm
Optics infinite

Microscope stage
175 x 145 mm area
coaxial x/y travel range 78 x 55 mm
container for two slides

Mains connection 100–240 V, 50/60 Hz

Optional accessories (please order separately):

• 60x infinity lens (planachromatic, spring)
• 100x infinity lens (planachromatic, spring) with water immersion 
• Darkfield condenser to increase contrast of small, unstained structures
• Polarisation unit for imaging polarised light

Professional line. Professional, fully equipped transmitted light  
microscope (bright-field) with ergonomic design and unparalleled 
quality. For translucent, low-contrast, challenging specimens  
(e.g. living mammalian cells, bacteria, tissues).

• The professional Köhler illumination with adjustable field diaphragm  
and centerable and height-adjustable 1.25 Abbe condenser with  
adjustable aperture cover enables perfect illumination of the specimen, 
with no negative flare effects

• The infinity corrected optics ensure top-class image quality
• The 5-slot lens revolver is fully equipped with five high-quality,  

infinitely corrected PLAN lenses (4x/10x/20x/40x/100x) with  
maximum edge definition

• The mechanical cross table ensures fast working and positioning of  
the specimen. It features a coaxial coarse and fine focus drive fitted  
on both sides for adjusting the height and focussing on the specimen

• With strong, infinitely dimmable 3 W LED transmitted light illumination

Transmitted light microscope OBN 135 set with tablet
KERN.

A 2-in-1 solution for easy, convenient and direct microscopic analysis  
of specimens on the large 9.7″ LCD touchscreen.

No PC workstation or software installation required.

Ideal for students undergoing training, or for demonstration purposes  
in the laboratory.

Delivery incl. ODC 241 tablet camera, C-mount adapter, colour filter 
(blue, integrated), eyecups and dust cover.

Art. No. Pack Qty. € €

1LLL.1 1 unit 2.870,00 2.152,50
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Heat-conducting glass balls for effective heating and cooling of 
samples. Good chemical resistance and easy cleaning.  
For use in water baths, incubators and ice containers.

Glass beads thermal beads
ROTH SELECTION. Material: soda-lime glass.  Autoclavable: yes.

Ø Ball (mm) Art. No. Pack Qty. € €

2,4–2,9 1NPE.1 1.6 kg 83,15 66,45

XL
Lower static charge, reduced risk of adhesion to sample vessels.  
Well suited to larger containers.

Ø Ball (mm) Art. No. Pack Qty. € €

3,8–4,4 1NPH.1 1.6 kg 83,15 66,45
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Suitable absorbent nonwoven sheet for use as an absorption material available as an option.

ROTH SELECTION. Material: LDPE.

Mailing bags docuCARE® med

Liquid-tight sample bags for safe and secure transport of medical samples,  
laboratory samples or cytostatic agents. Blue security seal with hidden  
"ILLEGAL ENTRY" lettering in multiple languages (certified by "ISEGA"),  
width 45 mm. Straightforward handling thanks to tamper-proof  
self-adhesive seal. Suitable as secondary packaging for  
transporting biological substances of Category B (UN 3373) according to  
ADR and packaging instruction P650.

• Liquid-tight (confirmed by BAM)
• Highly tearproof film, recyclable, transparent
• Durable duplex seam, with microprint
• Printed with the UN 3373 number / Biological materials, category B
• Serial numbering and barcodes

Version Outer width (mm) Outer height (mm) Inner width (mm) Inner height (mm) Art. No. Pack Qty. € €

A4 format 225 360 215 350 1C80.1 500 units 191,35 153,05

A5 format 165 265 155 255 1C7Y.1 500 units 141,80 113,40

Housing made of 80% recycled plastic. Awarded the "Blue Angel" 
eco-label.

Sustainability

Twelve-digit display. Solar-powered. Angled display. Ready for 
operation from 50 Lux. Three-key memory. Square root and percentage 
calculation. Automatic shut down. Keys made of plastic.

Solar-powered pocket calculator ECO 650
MAUL.

L x W x H (mm) Weight (g) Art. No. Pack Qty. € €

145 x 104 x 33 97 23ET.1 1 unit 17,15 14,55

Carry handles with slight suspension effect.

Bottle basket
ROTH SELECTION. Material: steel (wire), plastic-coated.

2 x 2.5 litres

Compartment 
size (mm)

L x W x H, 
external (mm)

Total height 
(mm)

Art. 
No.

Pack 
Qty.

€ €

160 x 160 340 x 180 x 130 320 0130.1 1 unit 54,40 43,45

4 x 1 litre

Compartment 
size (mm)

L x W x H, 
external (mm)

Total height 
(mm)

Art. 
No.

Pack 
Qty.

€ €

105 x 105 235 x 235 x 130 300 0869.1 1 unit 60,00 47,95

For writing and marking on most glass surfaces, glass boards  
and whiteboards.

• Round tip
• Lettering can be easily wiped off when dry without leaving residue
• Light-resistant, opaque, water-based pigment ink
• Cap can be placed on the end of the shaft
• With clip, prevents rolling away, also for attaching to clothing  

or objects

Glass markers
edding.

Type Colour Line width (mm) Art. No. Pack Qty. € €

95 black 1,5 – 3 20N2.1 10 units 35,05 28,00

95 white 1,5 – 3 20N3.1 10 units 35,05 28,00
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Delivery incl. one CLAX® transport box.

Technical specifications:

Art. No. HNX7.1
Length 890 mm
Width 550 mm
Height 1,030 mm
Load capacity 60 kg
Weight 8.5 kg

Foldable. Stable hard rubber, also with footbrake for safe loading  
and unloading. Folding box on top transport floor can be fixed using 
securing straps. Top floor folds up easily to accommodate bulky objects. 
Can be built up and dismantled in a matter of seconds simply by 
pressing one button. 
Dimensions when folded up: L 670 x W 470 x H 170 mm.  
Load-bearing capacity of top shelf 20 kg, bottom shelf 40 kg.

Shelf trolley CLAX®

ROTH SELECTION. Material: aluminium, plastic.

Number of bases Colour Art. No. Pack Qty. € €

2 grey HNX7.1 1 unit 224,70 179,70
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Acc. to EN 166, EN 170. 

• Easy and uncomplicated
• Easy to assemble
• Visor can be flipped up (24 x 32 cm)
• Adjustable headband (head circumference 57 to 64 cm)
• Comfortable to wear due to foam padding
• Very lightweight, weight 274 g

Face shield IFS20
Bollé. Material: PC, HDPE.

Lens design Art. No. Pack Qty. € €

clear, UV protection 211N.1 1 unit 20,25 16,10

Delivery incl. 2 x 700 sheets of silicone-free cleaning paper and 500 ml 
cleaning fluid with plastic pump. Screw set for wall mounting.   
Without magnetic holder, please order separately.

Slim and space-saving design made of shatterproof plastic.  
For wall mounting with screws. Alternative fastening possible  
with magnetic wall holder. Closed rear panel to prevent soiling  
of the cleaning accessory. Easy to use, open and close with  
one-click operation. Easy to refill.

Eyewear cleaning station UVEX
UVEX. Material: plastic.

Manufacturer no. Art. No. Pack Qty. € €

9970005 224X.1 1 set 95,15 71,30

Technical specifications:

Art. No. P842.1 EH60.1 0936.1 EH58.1 EH59.1
Protection level FFP2 R D FFP3 R D FFP1 NR D FFP2 NR D
Exhalation valve yes no yes
Standards EN 149:2001+A1:2009

Acc. to EN 149:2001 + A1:2009.

Special particulate filter mask
3M.

(1) FFP1 NR D odour-resistant mask without exhalation valve
For protecting against fine dust up to four times the limit and 
 unpleasant organic odours below the limit.

Protection level Manufacturer no. Art. No. Pack Qty. € €

FFP1 NR D 9913 0936.1 20 units 112,50 95,60

(2) FFP1 NR D odour-resistant mask with exhalation valve
For protecting against fine dust up to four times the limit and  
organic odours below the limit.

Protection level Manufacturer no. Art. No. Pack Qty. € €

FFP1 NR D 9914 EH58.1 10 units 65,25 55,40

(3) FFP2 NR D special mask with exhalation valve
For protecting against fine dust up to ten times the limit and  
against organic odours, HF gas and sulphur dioxide  
below the limit.

Protection level Manufacturer no. Art. No. Pack Qty. € €

FFP2 NR D 9926 EH59.1 10 units 89,10 75,65

(4) FFP2 R D ozone mask with exhalation valve
For protecting against harmful fine dust, metal fumes and ozone  
up to ten times the limit. Ideal for welding.

Protection level Manufacturer no. Art. No. Pack Qty. € €

FFP2 R D 9928 P842.1 10 units 110,60 93,95

(5) FFP3 R D special mask with exhalation valve
For protecting against fine dust up to 30 times the limit  
and against acidic gases, HF gas and sulphur dioxide  
below the limit.

Protection level Manufacturer no. Art. No. Pack Qty. € €

FFP3 R D 9936 EH60.1 10 units 103,15 87,65

Labware



TIPCat. III

 

 

35

/

Acc. to EN 166, EN 170. 
Lightweight, innovative safety glasses specially designed for wearing 
with protective masks. 

• Innovative lens design with flexible sealing lip
• Perfect fit in combination with respiratory protection masks
• Prevents fogging when wearing respiratory protection masks
• Frameless for a particularly large and clear field of vision
• Flexible temples for even distribution of pressure
• Flexible nose seal lip for a secure, slip-resistant fit
• Good wearing comfort 
• Very lightweight, weight: 21 g

Safety glasses ADAPT
Moldex. Material: PC, TPE, nylon, lens polycarbonate, sealing lip TPE, 
temples nylon.

• Clear, anti-fog and anti-scratch coating

(1) 1K

Frame 
colour

Lens design Manufacturer 
no.

Art. 
No.

Pack 
Qty.

€ €

colourless, 
transparent

clear, UV protection, 
anti-fog, anti-scratch

141001 205C.1 1 unit 13,95 11,10

• Double anti-fog and anti-scratch coating
• Rubberised temple insides for improved secure fit

(2) 2K

Frame 
colour

Lens design Manufacturer 
no.

Art. 
No.

Pack 
Qty.

€ €

colourless, 
transparent

clear, UV protection, 
anti-fog, anti-scratch

140001 205A.1 1 unit 17,10 13,65

• Fluted filter technology: 260% more filtration area,  
very low breathing resistance, high absorption capacity, long life

• All-round strap with adjustable clip for easy application,  
removal and adjustment

• Also available in size S (for small or narrow faces)

Moldex.

Particulate filter mask Air

Acc. to EN 149:2001 + A1:2009.

Protection against dust, aerosols and fumes:

• Anatomically preformed masks - adaptable to fit different face sizes
• DuraMesh®: sturdy mask mesh keeps the mask in shape
• ActivForm®: no nose bridge required

Protection level Size Manufacturer no. Pack. Art. No. Pack Qty. € €

FFP2 NR D S 3150 individual XA28.1 10 units 32,55 26,00

FFP2 NR D M/L 3100 individual XA29.1 10 units 32,55 26,00

FFP3 NR D S 3250 individual XA30.1 10 units 69,75 55,70

FFP3 NR D M/L 3200 individual XA31.1 10 units 69,75 55,70

Without Klimaventil®

Labware
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Applications: ideal for use in research and production facilities for 
forensics, life sciences and non-sterile drug manufacturing applications.

Acc. to (EU) 2016/425 PPE cat. III, EN ISO 21420, EN ISO 374-1/type C 
(K), EN ISO 374-5 (virus). AQL 0.65.

• Protection against chemical splashes and micro-organisms
• Very good fit
• Excellent tactile sensitivity
• Can be worn on either hand
• Textured fingertips for better grip
• Rolled edge makes them quick and easy to put on
• Free of natural latex, silicone and non-powdered
• Wall thickness: 0.08 mm (palm)
• Efficient packaging, resulting in up to 33% less waste

Disposable gloves KIMTECH® Sterling Nitrile
Kimberly-Clark. Material: nitrile rubber. Non- sterile.

Size Length (mm) Colour Art. No. Pack Qty. € €

XS ≥ 240 grey 22HE.1 150 units 39,80 29,80

S ≥ 240 grey 22HH.1 150 units 39,80 29,80

M ≥ 240 grey 22HK.1 150 units 39,80 29,80

L ≥ 240 grey 22HL.1 150 units 39,80 29,80

XL ≥ 240 grey 22HN.1 140 units 39,80 29,80
With 10 boxes of each size 27,80/box

Seamless knitted glove, gauge number 10, made of para-aramid  
and rust-free, stainless-steel fibre. First complete coating in blue, 
waterproof nitrile. Second ³⁄₄ coating in micro-alveolar, black nitrile.  
Cuff (10 cm) made of nitrile.

• High level of cut-resistance
• Secure grip even in wet and oily environments
• Heat protection up to +100 °C contact heat
• Total length approx. 27 cm

Applications: metal, glass and plastics industry, mechanical  
engineering and subcontractors, tool change on hot machines.

Acc. to EN 420, EN 388(4X42F), EN 407(X2XXXX).

Cut-resistant gloves NITRASTEEL
LEBON PROTECTION. Material: para-aramid, nitrile rubber,  
stainless steel.

Length (mm) Size Colour Art. No. Pack Qty. € €

270 7 black, blue 20KX.1 1 pair 20,40 16,25

270 8 black, blue 20KY.1 1 pair 20,40 16,25

270 9 black, blue 20L0.1 1 pair 20,40 16,25

270 10 black, blue 20L1.1 1 pair 20,40 16,25

270 11 black, blue 20L2.1 1 pair 20,40 16,25

Resistant to diluted and semi-concentrated acids, diluted to  
concentrated bases, saturated saline solutions, glycol and glycerol, 
long-chained alcohols, vegetable and animal fats and oils. 
Ideal for use in the laboratory, in electroplating fields, in the chemical 
industry and in the automotive industry.

Made of polychloroprene with natural latex layer. Profiled palms  
for secure grip even when handling wet, greasy and oily parts.  
Cotton flock lining. Sleeve with elastic cuff.

• Very high sensitivity
• Good grip on greasy and oily parts
• Highly elastic and flexible, even at low temperatures
• Comfortable to wear
• Anatomical shape enables fatigue-free work
• Total layer thickness: 0.65 mm

Chemical protection gloves  Camapren®

KCL by Honeywell. Material: polychloroprene, natural rubber, cotton.

(1) 720
Acc. to EN 420, EN 388 (1111X), EN ISO 374-1/type A (AKLMOT), 
EN ISO 374-5 (virus). AQL 0.65. 

Length (mm) Size Colour Art. No. Pack Qty. € €

290–310 7 black K347.1 2 pair 12,95 10,95

290–310 8 black K348.1 2 pair 12,95 10,95

290–310 9 black K349.1 2 pair 12,95 10,95

290–310 10 black K350.1 2 pair 12,95 10,95

290–310 11 black K351.1 2 pair 12,95 10,95

(2) 722
Acc. to EN 420, EN 388 (1111X), EN ISO 374-1/type A (AKLMOT), 
EN ISO 374-5 (virus). AQL 0.65. 

Length (mm) Size Colour Art. No. Pack Qty. € €

290–310 7 red 20E1.1 1 pair 7,00 5,90

290–310 8 red 20E2.1 1 pair 7,00 5,90

290–310 9 red 20E3.1 1 pair 7,00 5,90

290–310 10 red 20E4.1 1 pair 7,00 5,90

290–310 11 red 20E5.1 1 pair 7,00 5,90

(3) 726
Material: polychloroprene, cotton, natural rubber. Acc. to 
EN 420, EN 388 (1111X), EN ISO 374-1/type A (AKLMOPT), 
EN ISO 374-5 (virus). AQL 0.65. 

Length (mm) Size Colour Art. No. Pack Qty. € €

385–415 8 black 210C.1 1 pair 7,85 6,65

385–415 9 black 210E.1 1 pair 7,85 6,65

385–415 10 black 210H.1 1 pair 7,85 6,65

385–415 11 black 210K.1 1 pair 7,85 6,65
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Lightweight. Protect the hair against dirt and dust, but also the product 
against contamination. 
Applications: food industry, pharmaceuticals, electrical industry, etc.

Disposable cover
Franz Mensch. Material: PP non-woven fabric.

(1) Clip-on cover non-woven PP
Acc. to HACCP. Lightweight and breathable. Latex-free elastic bands. 
Size Ø 50 cm.

Ø (cm) Colour Art. No. Pack Qty. € €

50 white 2089.1 100 units 7,70 5,75

(2) Hairnet non-woven PP
Very lightweight. Latex-free all-round elastic. Size Ø 53 cm.

Ø (cm) Colour Art. No. Pack Qty. € €

53 white L092.1 100 units 10,65 7,95

Medical device class I.

Type 5/6, protection against non-hazardous dusts and limited 
spray-tightness. Made of soft spunbond polypropylene and  
a poly ethylene film laminate.

• Antistatic on both sides acc. to EN 1149
• Elasticated at hips and ankles for comfort fit and improved mobility
• Two-way zip with taped flap
• Low-lint
• Colour: white

Overalls 3M™
3M.

Series 4545
Knitted cuffs on the arms for improved comfort. Three-part hood  
for improved fit. Reinforced crotch. 
Applications: insulating work, cement production, grinding/sanding and 
polishing, light industrial cleaning, machine maintenance,  
work in the pharmaceutical industry.

Size Manufacturer no. Colour Art. No. Pack Qty. € €

M 4545M white HAL7.1 1 unit 18,50 13,85

L 4545L white HAL8.1 1 unit 18,50 13,85

XL 4545XL white HAL9.1 1 unit 18,50 13,85

XXL 45452XL white HAN0.1 1 unit 18,50 13,85

XXXL 45453XL white HAN1.1 1 unit 18,50 13,85
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Delivery incl. wall mount and assembly material.

Plastic case with carrying handle. Filled with dressing material  
acc. to DIN 13157. Suitable for mobile and stationary use.

• First aid at the workplace for the office and operating premises
• Translucent casing provides a good overview
• Robust and durable
• Easy to use: can be used on the wall or can be removed from  

the mount for on-site aid
• Sealable closure
• Highest-quality first-aid equipment, printed in multiple languages

First-aid kit OFFICE
GRAMM medical healthcare.

Version W x D x H (mm) Colour Art. No. Pack Qty. € €
Filling acc. to 
DIN 13157

290 x 95 x 275 blue 23Y4.1 1 unit 37,55 26,20

Delivery without disposal bags.

Single-piece hinged lid protects user from coming into contact with 
contents. Helps retain odours and unwanted suspended matter. 
Autoclavable at 121 °C (250 °F). Can be placed on the ground or  
on benchtops. Bag size: 482.6 × 584.2 mm.

• Robust and durable container
• Puncture-proof
• Internal stainless steel wire hanger to secure bags in place
• Suitable for biological or biohazardous materials, broken glass, 

recyclables or other waste materials

Waste containers with hinged lid autoclavable
Bel-Art Products. Material: PP.  Autoclavable: yes.

Vol. (l) Colour W x D x H (mm) Art. No. Pack Qty. € €

20 red 305 x 225 x 290 241P.1 1 unit 106,50 74,50

Complies with the requirements of:  
TRBA 250, AFNOR, DIN EN ISO 23907. With UN approval number.
For the disposal of sharp and pointed objects  
(needles, scalpels, broken glass, etc.).

• With self-opening automatic lid
• With extractors, e.g. for scalpels
• Single-handed operation: lid opens automatically at the push of  

a button and can be opened and closed repeatedly. Only after final 
sealing is the opening permanently sealed tight. A holding ring then 
moves up automatically and becomes a carrying handle.

• Oval-shaped opening 110 x 60 mm
• Standing area: 132 x 132 mm
• Filling capacity: max. 85%

Waste disposal containers Multi-Safe
Sarstedt. Material: PP.

Vol. (l) L x W x H (mm) Opening (mm) Art. No. Pack Qty. € €

3.0 173 x 173 x 185 110 x 60 EL18.1 5 units 31,70 22,15

4.0 173 x 173 x 245 110 x 60 EL19.1 5 units 32,25 22,55

6.0 173 x 173 x 330 110 x 60 EL20.1 5 units 39,40 27,55

7.0 173 x 173 x 390 110 x 60 EL21.1 5 units 42,90 29,95

Soft vinyl foam individual place mat for ergonomic relief when standing 
for long periods.

• Soft and comfortable, relieves your back and joints
• Slip-resistant due to textured surface
• Easy to clean with a mild cleaning agent
• Good visibility due to chamfered yellow warning edges
• Ideal for long periods of standing
• Protects against cold floors

Workplace mat JOLLY
Sänger. Material: vinyl foamed.

Version W x L 
(cm)

Thickness 
(mm)

Colour Art. 
No.

Pack 
Qty.

€ €

Yellow warning 
edge on the 
short sides

60 x 90 9.5
black/
yellow

238T.1 1  
unit

24,10 20,40

Yellow warning 
edge on the long 
sides

90 x 150 9.5
black/
yellow

238X.1 10  
units

578,35 491,60
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Lined with Lupolen®. Suitable for interim storage of liquid waste –  
mainly used solvents. 60 mm filler neck, with plastic screw plug. 
Stackable.

Solvent collecting vessel SEKUROKA®

Duttenhoefer. Material: steel, plastic (painted sheet metal).

Delivery incl. pouring aid, 2″ coarse thread.

6 l container
Carrying handle at the top.

Ø x H (mm) Weight (kg) UN approval Art. No. Pack Qty. € €

235 x 200 1,3 6HA1/X2.0/300/ CHK8.1 1 unit 43,15 30,15

12 l container
One carrying handle at the top.

Ø x H (mm) Weight (kg) UN approval Art. No. Pack Qty. € €

235 x 350 1,8 6HA1/X2.0/300/ 0750.1 1 unit 49,15 34,35

30 l container
Two carrying handles at the side.

Ø x H (mm) Weight (kg) UN approval Art. No. Pack Qty. € €

270 x 570 3,5 6HA1/X1.6/300/ 0751.1 1 unit 55,00 38,45

Funnels for the disposal of liquid waste. With the freely rotating cap, 
which is permanently connected to the filler neck, the funnel can be 
securely mounted on the collection container.

Safety funnels b.safe 180
Bohlender.

(4) For barrels, without lid, dissipative
Material: PE, dissipative. 

Delivery incl. sieve, splash protection, ball valve, 2 filling tube segments, 
earthing cable of 1.5 m.

Thread Ø upper (mm) Art. No. Pack Qty. € €

G2″/Tri-Sure 2″ 180 23KT.1 1 unit 208,55 177,25

2″ Mauser coarse thread 180 23KX.1 1 unit 197,80 168,10

(5) For barrels, with lid, dissipative
Material: PE, dissipative. 

Delivery incl. sieve, earthing cable of 1.5 m, without filling tube segments.

Thread Ø upper (mm) Art. No. Pack Qty. € €

G2″/Tri-Sure 2″ 180 23KN.1 1 unit 264,45 224,75

2″ Mauser coarse thread 180 23KP.1 1 unit 253,70 215,65
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Delivery incl. mounting material and one set of batteries.

Automatic, well-designed and functional roller towel dispenser  
with battery operation. 

• Touchless hand towel dispensing minimises the risk of  
contact contamination

• Patented direct drive technology ensures virtually faultless dispensing
• Nearly silent operation, 85% quieter than comparable devices
• High ease of use with intuitive control panel icons and  

clear visual indications
• Easy roll replacement
• Lockable
• Energy efficient, one set of batteries (4 x type D 1.5 volt  

alkaline batteries) allows dispensing of more than 150,000 wipes
• Three blade lengths adjustable

Roller towel dispenser ICON™ electronic
Kimberly-Clark. Material: plastic.

Colour W x D x H (mm) Art. No. Pack Qty. € €

white 315 x 259 x 420 23C4.1 1 unit 274,15 191,85

grey, silver 315 x 259 x 420 23C5.1 1 unit 274,15 191,85

100% recyclable. Certified with FSC and EU Ecolabel for  
environmentally conscious hand hygiene.

Sustainability

Disposable hand towels made of Airflex paper.  
Developed for ICON dispensers. 

• For reliable daily hand hygiene at the workplace
• Increased absorbency due to Airflex™ technology
• Plastic-free - with cellulose core
• Certified for contact with foodstuffs

Roller towels for ICON dispensers
Kimberly-Clark. Material: paper.

(1) Scott Essential
Very efficient, a length of 380 m yields up to 1520 sheets of  
paper hand towels.

Type Manufacturer  
no.

Length 
(m)

Width 
(mm)

Art. No. Pack 
Qty.

€ €

1-ply 6638 380 195 23C2.1 6 rolls 186,00 130,15

(2) Kleenex®

Soft and gentle on the skin. 250 m yields up to 1000 sheets of  
paper hand towels.

Type Manufacturer 
no.

Length 
(m)

Width 
(mm)

Art. No. Pack 
Qty.

€ €

1-ply 6646 250 191 23C1.1 6 rolls 130,30 91,15

(3) Kleenex® Ultra
Very soft and comfortable. 200 m yields up to 800 sheets of  
paper hand towels.

Type Manufacturer 
no.

Length 
(m)

Width 
(mm)

Art. No. Pack 
Qty.

€ €

2-ply 6782 200 195 23C0.1 6 rolls 164,50 115,10
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